









	
 Home

	 Add Document
	 Sign In
	 Create An Account














[image: PDFKUL.COM]






































	
 Viewer

	
 Transcript













ALERT SERVICE BULLETIN



UH-1H-II-15-26 15 May 2015



MODEL AFFECTED:



UH-1H-II



SUBJECT:



MAIN ROTOR BLADE BOLT 204-011-151-001 INSPECTION, REWORK AND REPLACEMENT OF



HELICOPTERS AFFECTED:



All UH-1H-II Helicopters



COMPLIANCE:



Within the next 100 hours after release of this bulletin or no later than 15 July 2015.



DESCRIPTION: Main rotor blade bolts listed in Table 1 of the Accomplishment Instructions are suspected to have the lockwire hole for the lead weight plug incorrectly drilled. This non-conformity may prevent installation of the lockwire or lead to incorrect installation of the blade bolt. This bulletin mandates a one-time inspection for conformity of the suspected blade bolts. Defective bolts should be removed from service and returned to Bell Helicopter as “new part return” and a credit will be offered. To prevent an imminent AOG, operators may elect to rework defective blade bolts as described in the ACCOMPLISHMENT INSTRUCTIONS of this ASB. Applicability of this bulletin to any spare part shall be determined prior to its installation on an affected helicopter. APPROVAL: The engineering design aspects of this bulletin are Bell Helicopter Engineering approved. CONTACT INFO: For any questions regarding this bulletin, please contact: Bell Helicopter Product Support Engineering - Medium Military Helicopters Tel: 817-280-3548 / [email protected]
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MANPOWER: Approximately 1 man-hour is required to complete this bulletin. This estimate is based on hands-on time, and may vary with personnel and facilities available. WARRANTY: Defective bolts not reworked to be returned to Bell Helicopter as “new part return” for one-for-one replacement. MATERIAL: None required. Part Number



Nomenclature



2230-00425-00 2010-05988-00



Polyamide Epoxy Primer Corrosion Inhibitor Sealant



Qty



Reference *



A/R(1) A/R(2)



C-204 C-251 (3)



* C-XXX numbers refer to the consumables list in the BHT-ALL-SPM, Standard Practices Manual



Notes: 1. Negligible quantity will be required to accomplish this bulletin. The quantity for this part number is 1 PT. 2. Negligible quantity will be required to accomplish this bulletin. The quantity for this part number is 2.5 OZ. 3. Sealant (C-308) can be used as an alternate. SPECIAL TOOLS: None required. WEIGHT AND BALANCE: Not affected. ELECTRICAL LOAD DATA: Not affected. REFERENCES: BHT PUB-92-004-23 Maintenance Manual BHT-212-CR&0-3 Component Repair and Overhaul Manual
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PUBLICATIONS AFFECTED: None affected. ACCOMPLISHMENT INSTRUCTIONS:



-NOTEAll serial numbers listed below have the prefix FWFS. Serial number example: FWFSxxx Table 1 - Suspected blade bolt serial numbers 317 - 329 331 - 343 345 - 360 366, 372, 373, 375



380, 381, 383, 384 385, 388, 390, 394 397 - 400 402 - 414



417 - 419 472 - 483 485, 490, 492, 496 499 - 501



503, 504 506, 510



1. Table 1 lists all suspect blade bolt serial numbers. If none of the blade bolts listed in Table 1 are found installed or in spares, go to step 5. 2. Inspect blade bolts listed in Table 1 for proper location of the safety wire hole. Bolts which have the safety wire hole drilled as shown in Figure 1, Section A-A, conform to the approved engineering. Go to step 5. 3. Blade bolts that have the safety wire hole drilled incorrectly, as shown in Figure 1, View B, may be returned to Bell Helicopter as a “new part return”. Refer to the warranty section of this ASB. 4. Operators who are faced with an imminent AOG as a result of this ASB, may elect to rework defective bolts as follows. Reworked bolts may be continued in service subject to the normal bolt serviceability criteria found in BHT PUB-92-004-23, and/or BHT-212-CR&0-3. -NOTEIf installed, remove the blade bolt from the hub assembly to accomplish the rework. Refer to the applicable Maintenance Manual. This rework is limited to the blade bolt serial numbers listed in Table 1. a. Radially mark the location of the existing lockwire hole on the flange with a marker (Figure 1, View C).
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b. Drill a 0.066 to 0.071 inch (1.68 to 1.80 mm) diameter hole in the center of the flange, as shown, to break into the existing safety wire hole. c. Break edges 0.0005 to 0.015 inch (0.013 to 0.38 mm) radius or 0.0005 to 0.015 inch (0.013 to 0.38 mm) x 40-50°. d. Verify the intersection of the two bolt holes with a 10X magnifying glass to ensure it is free of burrs or knife edges and that the opposing hole has no damage. e. Insert a piece of safety wire in the new hole that exits the upper surface of the flange and fill the lower end of the original safety wire hole with sealant (C-251). Make sure the sealant is flush with the end of the hole and the flange. f. Remove the piece of safety wire prior to sealant curing. Once the sealant has cured, fill and drain the new safety wire hole with primer (C-204). g. Re-identify the part number on the blade bolt assembly by adding the letter “R” after the last three digits using a permanent marker. Ex: 204-011-151-001 R. -NOTEAfter final installation of the blade bolt on a hub assembly and installation of the safety wire, seal safety wire hole with sealant (C-251) or sealant (C-308). 5. Make an entry in the helicopter logbook and historical service records indicating findings and compliance with this Alert Service Bulletin.
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Figure 1. Main rotor blade bolt inspection and rework. UH-1H-II-15-26 Page 5 of 5 Approved for Public Release.
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