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Camur II CM-2 For continuity measurements of rebars in concrete Description When the intention is to use Cathodic Protection on a structure, it is important that the rebars are electrically connected. The CM-2 measures this by sending a current of 1 A thru the rebar for 0,5 seconds, and measuring again the residual voltage. It should fall to 0 within 100ms after the resistance measurement is interrupted. The CM-2 considers influence of the electrolyte as the essential feature compared to the use of a Digital Multi Meter, DMM which can be unreliable. Cable resistance if long cables are used can be eliminated with the CM-2s calibration feature. The CM-2 tester is delivered as a briefcase complete with charger for probe, probe and common port for standard 4 mm banana plugs. Cables not included. Technical data Resistance range Resistance resolution Resistance measurement Residual voltage range Residual voltage resolution Residual voltage delay Minimum battery voltage (Vbatt) LCD backlight off Auto off Current consumption Battery Connector, charger Weight (main unit w/battery) Dimensions (main unit)



0 – 6.5 ohm (min Vbatt = 9.5 V) / 0 - 9 ohm (Vbatt = 12 V) 0.1 ohm 1 A / 500 ms (mean value off 5 readings) ± 2 Volt 0.1 Volt 100 ms (delay between measurement of resistance and residual voltage) 9.5 Volt 90 seconds 95 seconds 100 mA (backlight on) , 1100 mA (0.5 s during rebar measurement) 12 Volt / 2.3 Ah (178 x 35 x 67 mm, 0.99 kg) IEC 60130-10 Type A: 5.5 mm OD, 2.5 mm ID, center + approx 4,2 kg 33 x 27 x 12 cm
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Camur II CM-2






essential feature compared to the use of a Digital Multi Meter, DMM which can be unreliable. Cable resistance if long cables are used can be eliminated with the CM-2s calibration feature. The CM-2 tester is delivered as a briefcase complete with charger for probe, probe and common port for standard 4 mm banana plugs. 
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Camur II FixVolt 1 

supplied with a safety transformer. Technical data. Input ... The FixVolt 1 node supports Camur II software Monitor with recording types active in modes: Monitor ...














[image: alt]





Camur II Alarm 

For monitoring and alarm triggering. Description. The Camur ... In Camur II software you select the alarm source and set the digital outputs on and off. Technical ...
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Camur II LPR 

Description. In addition to recording â€‹electric potential and â€‹LPR measurements, this node has an integrated semiconductor sensor for measuring temperature. â€‹The input channels are galvanically separated from the. Camur II Bus. Technical data. 














[image: alt]





Camur II P Quick 

The P Quick node supports recording types Monitor, Monitor Extended and Decay in Camur II software. HS export code: 9031 8090. Camur II P Quick, Rev 1 ...
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Camur II CrackWatch 

Description. The Camur II CrackWatch in combination with a potentiometric sensor is perfect for monitoring changes in crack width. It is reading the voltage drop over the sensor, which is converted into length displacement in the Camur II software. C
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Technical data. Inputs. Voltage. 6. Current. 6 ... software. HS export code: 9031 8090. Camur II CorroWatch, Rev 1 - May 2015. Page 2 of 5 ... Current between A6 and CE. R 1 k Î©. Resistance between A1 and A2. R 2 k Î©. Resistance between ...
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Fuse 7.5 A (Blade type, brown mini fuse, vehicle type). Output turns off ... software. Note! Cables to sense must be used only for sense purpose. The sense point ...
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Camur II Controller software. Camur II Monitor and Camur II Server, software running on the Camur II Controller. Description. Camur II Server (Controller).
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Unit. Measurement. R1. kÎ© resistance between R1 - R2. R2. kÎ© resistance between R2 - R3. R3. kÎ© resistance between R3 - R4. R4. kÎ© resistance between R4 - R5. R5. kÎ© resistance between R5 - R6. R6. kÎ© resistance between R6 - R7. R7. kÎ© resista
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Camur II P4 Quick 

The P4 Quick node is made for monitoring of electrochemical reference electrodes ... recording types Monitor, Monitor Extended and Decay in Camur II software.
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operators' laptops, office servers etc. Remote monitoring via Project Manager lets you access all settings and data on the Camur II Controller, so you may ...
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Installation manual is available at â€‹http://camur-ii.protector.no/manualsâ€‹. Software and hardware requirements (desktop application). A recently updated web ...
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Camur II Bus Repeater 

Description. The Camur II Bus Repeater can be installed anywhere on the Camur II. Bus to create a new, galvanically isolated, bus segment (labelled "bus 2" below). This allows the Camur II Bus to be branched and capacity to be extended by another 100














[image: alt]





Camur II P+T 

The P+T node is made for monitoring of electrochemical reference electrodes (RE) ... recording types Monitor, Monitor Extended and Decay in Camur II software.
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Camur II Anode Ladder Quick 

Technical data. Inputs. Voltage. 7. Current ... software. Outputs from measurements in standard format reports a list of the measurements of each sensor in the ... Resistance between A6 and RC. R 7 kâ€‹Î©. Resistance between RC and C. T. Â°â€‹C.
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Camur II Ethernet Interface 

80 mA @ 12 V (from bus). Max no. of nodes. 100. Weight node w/connectors. 130 g. Power supply (included). 24 V / 2.5 A. Dimensions (WxHxD). 68 x 81 x 34 mm. - w/connectors and clip. 80 x 132 x 40 ... 10 seconds to reset to static IP address (default 














[image: alt]





Camur II ZRA â€‹(Zero Resistance Amperemeter) 

range selection for accurate measurements. â€‹The input channel is galvanically separated from the Camur II. Bus. Technical data. Inputs. 1. Input range (max). Â± 2 mA. Temp. coefficient. 0.01 % / â€‹Â°C ... It can be either zero, like during the mea














[image: alt]
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The cabinets are based on multi-mount mild steel cabinets from Eldon's MAS (single door) and MAD. (double door) series. RAL color 7032. Stainless steel ARS cabinets can be made on request. General cabinet sizes are as follows. Measures H x W x D. Rec
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Â©Copyright 2005 Cirrus Logic, Inc. JUN '05. DS651UM23 http://www.cirrus.com. Digital Audio NetworkingProcessor. CS1810xx, CS4961xx, & CM-2. Preliminary Product Information This document contains information for a new product. Cirrus Logic reserves t
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NR220105 II B.Tech II Semester Supplementary Examinations ... 

(b) One bag contains 4 White balls and 3 black balls and a second bag contains 3 ... [8+8] · 3. (a) The amount of bread ( in hundreds of pounds) X that a certain ...
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NR220401 II B.Tech II Semester Supplementary Examinations ... 

(a) Job order production and batch production system. (b) Mass production and flow production. [4+4+4+4] · 7. Defineâ€œCritical pathâ€�, â€œslack timeâ€�and â€œDummy ...
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(c) Explain sign conventions of heat and work in thermodynamics. [5+5+6] · 3. (a) State and explain second law of thermodynamics. (b) Define and explain ...
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b=4.318 cm is fed by a 4 GHz carrier from a coaxial cable. Determine if a · TE10 mode will be propagated. If so calculate the phase velocity and group · velocity.
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