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Camur II Controller software



Camur II Monitor and Camur II Server, software running on the Camur II Controller Description Camur II Server (Controller) Camur II Server is responsible for the core functionality of the Camur II system and it is a mandatory part of any Camur II installation. It handles both communication on the Camur II bus, as well as with the MySQL database that store measurement data and configuration. It serves the client software with information and performs tasks requested from the client (operator software). Camur II Monitor Camur II Monitor is the primary user interface to the Camur II Server. Camur II Monitor is pre installed in the Camur II Controller. It lets you set different parameters, schedule decay measurements, set sampling intervals, and decide which measurements to perform. Camur II Monitor displays the project in a tree structure. “Project 1” at the root follows one or several Controllers for each Camur II Bus. Underneath the Controller level “Available” you may add zones. Dividing the project for convenience, after Fix Volt when ICCP is present, or zones typically representing different areas of the installation. The zones then holds sensors and Fix Volts that you drag and drop accordingly. You may use the Camur II Monitor on the local Camur II Controller or on a remote computer. This means that you will use the same software to configure and monitor your Camur II system at the office and at the local installation. Types of recordings ● ● ● ● ● ● ● ●



All recordings Monitor LPR measurements Decay Monitor+Decay Decay summary LPR results Monitor Extended
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Initial Server window (no Camur II nodes connected)



Initial settings
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Project page
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Camur II Controller software. Camur II Monitor and Camur II Server, software running on the Camur II Controller. Description. Camur II Server (Controller). 
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Camur II FixVolt 1 

supplied with a safety transformer. Technical data. Input ... The FixVolt 1 node supports Camur II software Monitor with recording types active in modes: Monitor ...
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Camur II Alarm 

For monitoring and alarm triggering. Description. The Camur ... In Camur II software you select the alarm source and set the digital outputs on and off. Technical ...
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Camur II LPR 

Description. In addition to recording â€‹electric potential and â€‹LPR measurements, this node has an integrated semiconductor sensor for measuring temperature. â€‹The input channels are galvanically separated from the. Camur II Bus. Technical data. 
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Description. The Camur II CrackWatch in combination with a potentiometric sensor is perfect for monitoring changes in crack width. It is reading the voltage drop over the sensor, which is converted into length displacement in the Camur II software. C
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Camur II P4 Quick 

The P4 Quick node is made for monitoring of electrochemical reference electrodes ... recording types Monitor, Monitor Extended and Decay in Camur II software.
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Installation manual is available at â€‹http://camur-ii.protector.no/manualsâ€‹. Software and hardware requirements (desktop application). A recently updated web ...
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Description. The Camur II Bus Repeater can be installed anywhere on the Camur II. Bus to create a new, galvanically isolated, bus segment (labelled "bus 2" below). This allows the Camur II Bus to be branched and capacity to be extended by another 100
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essential feature compared to the use of a Digital Multi Meter, DMM which can be unreliable. Cable resistance if long cables are used can be eliminated with the CM-2s calibration feature. The CM-2 tester is delivered as a briefcase complete with char
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The P+T node is made for monitoring of electrochemical reference electrodes (RE) ... recording types Monitor, Monitor Extended and Decay in Camur II software.
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Technical data. Inputs. Voltage. 7. Current ... software. Outputs from measurements in standard format reports a list of the measurements of each sensor in the ... Resistance between A6 and RC. R 7 kâ€‹Î©. Resistance between RC and C. T. Â°â€‹C.
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Camur II Ethernet Interface 

80 mA @ 12 V (from bus). Max no. of nodes. 100. Weight node w/connectors. 130 g. Power supply (included). 24 V / 2.5 A. Dimensions (WxHxD). 68 x 81 x 34 mm. - w/connectors and clip. 80 x 132 x 40 ... 10 seconds to reset to static IP address (default 
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range selection for accurate measurements. â€‹The input channel is galvanically separated from the Camur II. Bus. Technical data. Inputs. 1. Input range (max). Â± 2 mA. Temp. coefficient. 0.01 % / â€‹Â°C ... It can be either zero, like during the mea














[image: alt]





Camur II Control Cabinet for Cathodic Protection ... 

The cabinets are based on multi-mount mild steel cabinets from Eldon's MAS (single door) and MAD. (double door) series. RAL color 7032. Stainless steel ARS cabinets can be made on request. General cabinet sizes are as follows. Measures H x W x D. Rec
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Non-incremental ( Big-Bang integration ) . â–« unit test each module ... to determine whether the program can handle the required volumes of data, requests, etc. â–« .... System Testing tools and Unit Testing Frameworks are good examples. â–« Tool
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Integration Testing. Subsystem. System Testing. Tested Software. Acceptance. Testing ... Non-incremental ( Big-Bang integration ) . â–« unit test each ... to determine whether the program can handle the required volumes of data, requests, etc. â–«
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Creator Information Expert Controller 

The different patterns and principles used in GRASP are: Information Expert, Creator, ... toolset, a learning aid to help in the design of object oriented software. ... can be thought of as being a part of the Application/Service layer (assuming that
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TCPS Controller Design Using Fuzzy Logic Controller for Power ... 

For economic and ecological reasons, the building of new transmission lines and expansion of existing transmission systems are becoming more and more difficult. In this new situation, it is necessary to utilize the existing power transmission system 
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Financial Controller - IITA 

May 25, 2016 - Its award-winning research-for-development (R4D) approach ... organization and assist the Director of Finance (DoF) in providing high ... Please complete our online application form using this link: http://www.iita.org/careers.
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Switching ethernet controller 

Sep 1, 2006 - buffers, a packet storage manager, a packet transfer manager and a write-only ..... their associated buffer 122 is free to be Written into. The buffers 122 .... storage space for too long but large enough to avoid clearing a buffer ...
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