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Product sheet Telescopic slide



Total extension with 3 beams



D500 Aluminium Standard Version PDF Data sheet Options     



Lock out Lock in Lock out and in Double extension Lock out + disconnect Description



This 3 beam anodised aluminium telescopic slide provides a total extension. Its movement is particularly smooth and silent It is designed for heavy duty loads.



Drilling scheme



Technical information Applications



This sliding device is designed for heavy duty applications, such as totally extending drawers that are infrequently cycled. Its light weight makes it well suited for aerospace applications. Recommended operation temperature from -20 to 80°C Caution: The use of aluminum slides is not recommended within applications that have high levels of vibration. If you would like advice please do not hesitate to contact us. Caution: due to the slim profile of this slide to avoid excess friction and increased deflection we recommended that it is used only in its major axis. Caution: aluminium slides are not designed for intensively cycling use. Manufacture



Chambrelan produces this telescopic guide from anodised aluminium profile. It is supplied with a soft anodisation finish to protect against corrosion. It includes polyamid ball cages with steel ball bearings. It utilises rubber stops on closing. It is greased with a white grease.



Options Double extension (dd)



D500DD : the slide extends through itself in both directions offering a bi-directional drawer movement. Note: the double extension option cannot be supplied with any locking devices.



Detachable



D46 : the inner beam can be detached and reinserted in the same slide. This option can be useful where space is minimal or to make maintenance easier. Note: friction based design for inner beam. Please note that a detachable slide also includes a lock out device. Manual lock



  



Lock out : D500V : when opened, a latch has to be manually operated to close the slide. The unlocking of the intermediate beam is automated. Lock in : D500F : when closed, a latch has to be manually operated to open the slide. Lock in & out : D500VF : which combines those 2 options. In most of the cases, only one slide with a latch is enough to lock the drawer, this makes the assembly easy to operate. In case of vehicular use, please contact us if you think about using a slide with a locking device. Note: It is not always possible to produce shorter length slides with locking systems and the fixing hole patterns may differ. Attention: we do not recommend the use of any locking device within vertical (up & down) applications. Further information’s Stainless steel ball bearings



It can be supplied with stainless steel ball bearings to increase its corrosion resistance, which, in some cases, might be a cost saving alternative to stainless steel slides. Plating



This slide can be delivered with a hard anodisation to increase corrosion protection and surface hardness of the sections that may be necessary for vibrating environments. This treatment is incompatible with lock devices. Note: the use of hard anodisation is not suitable for aluminium slides fitted with a lock-out system. Changes to the standard extension



The extension of this model cannot be modified from stock items. Upon request, we can supply a slide with length and extension according to customer's drawing. Note: Increasing the travel (extension) of a slide will reduce its maximum load capacity. Vertical mounting (up & down)



This model can be used in a vertical application (up & down). However to prevent the jamming of the slide caused by the migration of the ball cages, its design has to be modified with relocating stops. To make this modification we need to know whether the slide goes upwards or downwards from it closed at rest position.



Attention: we do not recommend the use of any locking device within vertical (up & down) applications. Greasing



Standard slides are delivered slightly greased. We use a high pressure bearing grease for steel slides and a white grease for aluminium and stainless slides. Upon request we can use     



a food compatible bearing grease (also suitable for clean room applications) a teflon free grease (for painting cabins) a grease free assembly (although we do not advise the use of slides without grease) a food compatible bearing grease combined with stainless steel ball bearings offers a costs saving alternative to full stainless steel telescopic slides A use under high temperature (furnace) We do not advise the use of this model outside the usual temperature range.
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