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DRAG RACING RULES



Pacific Slot Car Raceways, Edgewood WA These rules are for the Pacific Northwest American Micro Car Association (PNW AMCA) and are not superseded by any other rules. GENERAL RULES 1. Profanity or abusive language will not be tolerated. The race director will enforce this rule. 2. During event, drivers will be called to the starting line in pairs and an additional pair will be called to the starting line for standby. Once starting line area is clear, driver will have 90 seconds to prepare for their run. 3. No one except driver is allowed in area from “Christmas” tree to starting line, Driver his/her own car. The race director may modify this rule at his discretion. 4. Only Koford Regular Drag Glue (#M452) is allowed on track racing surface. 5. Track to be cleaned with cleaning fluids provided by track officials. 6. Only track officials are allowed to do any track cleaning or preparation past the starting line Christmas tree. 7. Cars are allowed to do powered burn outs, but these should not to go past the Tree. 8. A particular car may be entered only once in a given class. 9. Any component, except original chassis and body may be replaced at any time. If significantly damaged, a body may be changed with approval & supervision of tech director. Switching of original chassis prohibited. 10. If driver is found to have switched a chassis he will be disqualified from events as determined by the race officials. 11. Any car determined a hazard to other racers or spectators can be disqualified from competition. 12. A competitor with mechanical problems during pre-staging may receive a one minute period in which to correct the problem. Staging time will resume where clock stopped once one minute break time has expired. Proof of breakage must be presented to race director. Car must break on starting line. A car wired backwards does not constitute breakage. 13. If contestant’s car is found to be underweight on first qualifying session, the contestant will be allowed to participate in second qualifying session. If car is underweight on both qualifying sessions the driver will go to bottom of ladder. If a contestant’s car is found to be underweight during eliminations the contestant is disqualified and his/her opponent is given the win if the opponent staged a class legal vehicle and received the start signal. 14. In a situation where a driver is making a single run, he/she will be considered the winner once the driver stages a class legal car and receives the start signal. A driver may pass on a “bye” run but the driver will lose lane choice on the next round. 15. Car and/or driver can be disqualified for rules infractions at any point during the event including bye or single runs. 16. In any round of eliminations where there is an odd number of cars, bye runs will be awarded according to official pairings for eliminations determined by official ladders. Race director is to determine pairings and bye runs in non-qualified fields. 17. In all heads-up categories, lane choice is determined by elapsed times. The contestant with the best qualifying E.T. gets first-round lane choice, and in subsequent rounds, lane choice goes to the lowest E.T. of the pairing in the previous round. 18. Qualifying passes will be in alternate lanes. PACIFIC NORTHWEST AMERICAN MICRO CAR ASSOCIATION (A.M.C.A.)  Revised: 5/9/2017 
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DRAG RACING RULES



Pacific Slot Car Raceways, Edgewood WA 19. In event of two identical qualifying times, faster MPH will break tie for qualifying position. If tie still exists, best reaction time will break tie. 20. Qualifying and racing voltage for all classes shall be limited to a range of 16.0 to 16.2 (maximum) volts. This voltage is to be measured at the braid unloaded, without cars on the track using accurate digital voltmeter to record the values. 21. No controller, choke, or push-button system used by competitors in class, index, or bracket competition shall add any power, beyond that which is supplied by the track power supply, to the track in any way. Additionally, said devices shall not be capable of electronically or mechanically actuating and/or delaying reaction times in the manner of a full-sized “delay box” or “crossover box”. To this end, the race director and/or tech inspector may require the disassembly of any box enclosing one or more relays and it's/their attendant batteries to determine compliance with these rules. 22. All elimination runs are subject to the first or worse rule. When this occurs, the driver committing the worst violation is eliminated. Should driver receive a red-light foul start, and the opposing driver cross the boundary line or hit side guardrail, the latter infraction prevails and the driver committing the red-light start will be reinstated. If one car crosses and causes the other car to deslot, the car causing the crash will be disqualified. If the cause cannot be determined, the race will re-run. If both cars deslot independent of each other, the car crossing first will be disqualified. As long car remains in lane, car will not be disqualified. Driver is not to touch car until decision is made by race director 23. At completion of event, winner and runner up can be impounded for thorough tech. 24. Disputes and legality issues will be handled by the race director and these decisions are final. The race director will attempt to keep the competition within the realms of acceptable drag racing practices. PENALTIES ● Failure to follow any results may result in ○ First Infraction: A Verbal Warning ○ Repeated Infractions: Disqualification The Race director has final discretion and authority over penalties. PAYOUTS ● 9 or Less Entries Winner Take All ● 10 - 29 Entries Winner/Runner-Up ● 30 or more Entries Winner/Runner-Up/Semi-A/Semi-B
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Pacific Slot Car Raceways, Edgewood WA



Drag Outlaw The following procedures are specific to the Drag Outlaw list competition ●



●



● ● ● ● ● ● ●



●



Entry Requirements ○ Any competitor that participates in drag racing program on a regular basis and presents a legal car may participate. ○ If multiple entrants register they will compete in a race-off with the winner advancing to challenge the bottom entry on the list, in situations where there is less than 10 current competitors established on the list, the winners of the race off will fill those empty list spots in order of finish position in the race-off. Initial Seeding ○ The list shall be seeded during a special event. The list will be based on the best E.T. ran in each lane in order of the participants on seed day Coin flip for lane choice Start will be an instant green light Only a single list position may be occupied per driver Racers shall only advance or descend a maximum of two list positions per event Challenges can be made at a normal weekly event or online through our race director. A competitor can place a challenge in advance on the loser of a challenge race. If present at an event you must respond to a challenge either by racing or showing a mechanical issue that prevents participation. If challenged and are not at the next event you must race or forfeit at the following event. Challenger pays $5 challenge fee
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DRAG RACING RULES



Pacific Slot Car Raceways, Edgewood WA GENERAL CAR RULES Bodies: ● All cars must resemble 1:1 production vehicle or a specialized vehicle competing in organized drag races. ● Lexan cars must be painted so that the chassis is not visible through paint. Wheel wells front and rear must remain clear or cut out. (new unpainted cars will be allowed to compete in one event if time does not allow for painting) ● Cars are to be 1/24th or 1/25th scale. ● Interiors when required must be 3-Dimensional (no flat or paper interiors) and painted or colored with a minimum of 2 colors. Chassis: ● No car may exceed 3.25 inches wide at any point. ● Wheelie bars may extend a maximum of 5” behind the rear axle measured from the centerline of the rear axle to the centerline of the wheelie bar axle. Wheels: ● Cars must have 2 front and 2 rear wheels with black tires. ● Bikes must have 1 front and 1 rear wheel with black tires. ● Rear tire minimum diameter .950” ● Front tire minimum diameter .500” ● Front wheels must be mounted vertical to track surface. ● Front wheels may be mounted on bodies. ● Any width front wheels allowed Guide: ● All cars must use only one standard guide. Wires: ● All classes may use "earring clips" to secure lead wires. Gears: ● Open. Lead: ● Lead may be used to ballast cars. Ballast can not be visible from the exterior with car in slot. The proceeding rules apply unless superseded by specific individual class rules.
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Pacific Slot Car Raceways, Edgewood WA CLASS RULES



BRACKET Any Car or Bike that meets the specifications in the general car rules section Tree: Full Tree with Dial-in Dial-In: Maximum of 2.0 seconds PRO BRACKET Any car or bike that meets the general car rules section Tree: Full Tree with Dial-in Dial-In: Maximum of .999 seconds INDEX Any car or bike that meets the general car rules section Tree: 2/Tenths Pro with Index Dial-In: Specified, e.g.: .990, 1.090, 1.200
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Pacific Slot Car Raceways, Edgewood WA MOUNTAIN MOTOR PRO STOCK CAR ● Tree:  2/Tenths Pro ● Dial-In: Heads Up ● BODY: ○ Must be an 1980 or newer body style made of plastic or resin. (no styrene) Body may be lowered, but must maintain two thirds of the front bumper. Body must retain stock door lines. Body may not be chopped nor have the wheel wells altered. No two seat coupes, i.e. corvettes, vipers, prowlers, etc. No convertibles. (T-Tops OK) Entrant must resemble full scale N.H.R.A. Pro Stock vehicles. Entry must have complete front and rear bumpers as delivered by the factory. Rear bumper may be opened for wheelie bar clearance only. Headlights, parking and tail lights must be retained in stock original factory location. ○ Hood Scoop is required and must be Pro Stock style scoop. ○ A Pro Stock Style rear Spoiler with spill plates only is required. Wings constructed of plastic or styrene only. Must be chrome or painted to match paint scheme of car. Maximum length 7/8" measured from mounting point of body to end of spoiler. Wing cannot be molded into body. The minimum length 1/4" and must attach to the tail end of rear deck. Spill plates cannot measure more than 5/16" tall. ● CHASSIS: ○ Must have motor mounted inline. Ball Bearings are allowed. ● FRONT WHEELS: ○ 3/4" minimum diameter including tires ○ Angling of front wheels to allow lowering of front end is prohibited. ○ Flat spotting of tires to allow for clearance is prohibited. ● REAR WHEELS/TIRES: ○ Wheel hub diameter 5/8", ○ tire diameter minimum 1-1/16" ○ Minimum tire tread width fully contacting track surface. (0.500") ● WHEELIE BARS: ○ Permitted ● WEIGHT: 120 grams minimum weight. ● MOTOR: ○ Factory tagged Group-20 (exception MM20 are not legal), ○ Ball Bearings allowed ○ “C” Can Sized Can/Endbell ○ .513” Dia Arm +/- .003” ○ May Gluing and or shim magnets allowed ○ May use Shunt wires/spring insulation. Shunt wires allowed. ○ Any production C-Can currently available through a major distributor may be used. ○  "Big Cans" prohibited. ○ Magnets must be ceramic type currently available through a major distributor. ○ Motor may not contain rare earth materials. PACIFIC NORTHWEST AMERICAN MICRO CAR ASSOCIATION (A.M.C.A.)  Revised: 5/9/2017 
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Pacific Slot Car Raceways, Edgewood WA Alcohol Funny Car ● ● ●



●



● ●



●



●



A/FC



Tree:  2/Tenths Pro Dial-In: Heads Up Body ○ Funny Car type body of any year. ○ Must be Kit based hard body or Resin Only. ○ Rear wing: Optional, maximum ½ inch overhang measured from rear edge of the deck lid and along the wing. Maximum height of side panels is 1 inch measured from deck lid. Chassis ○ Inline motor ○ ball bearings not allowed. Front Wheels ○ .750” minimum diameter, upright and spin. Rear Wheels ○ Minimum 1 1/16 in. Dia. ○ Minimum .500 full contact width. Motor: ○ Parma #502 Sealed S16D or ProSlot PS2003. Brushes and springs may be changed. No other modifications permitted. Weight:  140 grams minimum.
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Pacific Slot Car Raceways, Edgewood WA AA/FC Open ● Any Lexan or Styrene vacuum formed funny car body commercially available can be used. ● Rear wings are legal. Cannot be more than one inch above highest point of rear deck. ● Any slot car motor commercially available is allowed. ● Interiors are not required. Windows can be clear, tinted or painted out with a contrasting color. ● No weight restrictions. ● All general rules apply. Final decision of legality will be decided by race director.
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Pacific Slot Car Raceways, Edgewood WA Falcon 7 spec class ● Tree:  2/Tenths Pro ● Dial-In: Heads Up ● Body ○ MUST be vacuum formed STYRENE car body, Roadsters will be allowed, Must have clear windows or clear windscreen, NO F/Cs, NO Rails, NO Altereds, Roadsters Must have a Roll Cage. ○ Must have a 3 dimensional painted full interior, Roadsters must have a painted driver in the correct position. ● Chassis ○  Must run WRP C-06 Chassis - NO cutting for lightening allowed - You may enlarge mounting holes for correct fit or for pinion rear clearance. Extra bracing may be added. ○ Must be .082" Stainless tubing main rails (front to back), any size uprights allowed. ○ Must run rear axle bushings on 3/32" axle (NO bearings allowed) ● Rear Wheels ○ Minimum 1 1/16” Dia. ○ Minimum .500” wide. ● Front tires ○ .750” minimum diameter, Must spin on Axle ● Gears ○ 16T Pinion, 46T Crown, 64 Pitch gears must be used. ● Motor: ○ STOCK Falcon 7 motor. ● Weight:  100 grams minimum.
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Pacific Slot Car Raceways, Edgewood WA Edge ● ● ● ●



●



●



●



● ●



●



Tree:  Full Tree Dial-In: Heads Up Car ○ Must run box stock Parma Edge car. These cars must be run as delivered in the box. Body ○ Any Lexan door car body that fits stock wheelbase and width. No funny cars or open wheel types. Chassis ○ Must be as delivered. No cutting or modifications. ○ Exception: Bracing of brass pin tubes is allowed. Motor ○ Sealed Parma #502 S-16-D. No modifications. ○ Stock brushes and springs must be retained. Axle and Gears ○ Must use 1/8th inch axle. ○ Must use 48 Pitch Gears. Front Wheels ○ .750” minimum diameter, Must spin on Axle Rear Wheels ○ Must run stock tires or stock replacement Parma #70711 ○ Tires may be trued Motor: ○ Parma #502 Sealed S16D
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Pacific Slot Car Raceways, Edgewood WA TOP/DRAGSTER ● Tree: 2/Tenths Pro ● Dial-In: Heads Up ● Body: ○ Rear Engine Dragster type full body. ○ Can be lexan, Styrene, resin or plastic model. Must be representative of a modern fuel type dragster with exposed engine (with blower and headers). ○ Must have Rear wing: Hard plastic with end plates. min. ¾” long, 3” wide and 3” to 3 ¾” high at leading edge. ○ Must have roll cage. ○ Must have Interior. ● Chassis: ○ Inline motor ○ Ball bearings allowed. ○ Wheel base must be greater than 10” but no more than 12” measured from front and rear axle center lines. ● Rear Wheels: ○ Minimum 1 1/16” Dia. ○ Minimum .700” width. ● Front Wheels: ○ .750” minimum diameter, Must spin on Axle ● Motor: ○ Minican Sized (13D) ○ Neo Magnets ○ Group 20 Armature ○ Ball Bearings Allowed ○ Aluminum Endbell Allowed ● Weight: Minimum 150 grams
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Pacific Slot Car Raceways, Edgewood WA PRO MOD/900 ● Tree: 2/Tenths Pro ● Dial-in: .900 ● Body ○ Door Car or Truck, No Funny Cars, Dragsters, or Roadsters ○ Styrene, Resin, or Hardbody Plastic Kit ○ Must have rear wing ○ Must have either: Hood Scoop, Blower Hat or Cowl with Turbo Inlets ○ Body Mods are permitted ○ Interior is required ● Chassis ○ Ball Bearings allowed ○ Wheelie bars required ● Rear Wheels ○ Minimum 1 1/16” Dia. ○ Minimum .700” width. ● Front Wheels ○ .750” minimum diameter, Must spin on Axle ● Motor ○ No restrictions
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Pacific Slot Car Raceways, Edgewood WA Stock Eliminator ● Tree: 2/Tenths Pro ● Body ○ 1955 to current American-produced car or truck. ○ Body must be from a model kit. Resin is allowed. ○ ABSOLUTELY NO body modifications. Lightening of inside of body permitted. ○ No material may be removed from bottom of car. (spoilers, air dams, etc.) You may NOT notch for guide flag clearance. ○ Factory installed scoops & spoilers allowed. ○ Must have front & rear glass. Lexan windows okay. ○ Rear valance may be notched for wheelie bar clearance. ○ Must have full 3-D interior. ● Chassis ○ WRP Stainless or Brass Inline (WRP part # C06, C10, RW01, RW02, or RW03). ○ .082 stainless tubing main rails, any size tubing/wire for down bars. ○ 3/32 axle & axle bushings only. No ball bearings. ○ 5" maximum length between rear wheel axle centerline and wheelie wheel axle centerline. ○ Must run stock commercially available guide flag ●



Rear Tires ○ Must run (⅝” dia) scale hubs. ○ Minimum Diameter: 1 3/16" ○ Minimum Width:  .300"



●



Front Wheels ○ Must run "Over-sized" o-rings or foam fronts ○ Minimum Diameter: .950" ○ Must run scale front wheels in upright position, cannot be angled.



●



Gearing ○ Any



●



Motor ○ Must run a stock JK #30307 Hawk 7 Motor ○ Absolutely NO modifications! Weight ○ Minimum weight: 125 grams



●
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Pacific Slot Car Raceways, Edgewood WA Street Outlaw ● Tree:  Green Light Only ● Body ○ Model or Resin kit 1/24th or 1/25th scale that represents a production vehicle. ○ No cutting on exterior of vehicle. stock roof, fender and door lines. ○ Hood may be cut for cowl, scoop or intake installation. ○ Any body add-on shown on a car raced in the “Street Outlaw” Television Show  top ten list is legal (proof must be presented if asked). ○ Holes drilled for exhaust outlet and/or turbo inlet are permitted. ○ Inside of body or other components, not visible from exterior, may be ground or trimmed to reduce weight. ○ Must have clear plastic headlights and red tail lights. ○ Must have clear front and back windows. ○ Guide and tires shall not be visible when viewed from above. ○ Must have full 3-D interior detailed with a minimum of 2 colors. ● Chassis ○ No Restrictions ○ 5" maximum length between rear wheel axle centerline and wheelie wheel axle centerline. ○ Must run stock commercially available guide flag ●



Rear Tires ○ Minimum Diameter: .950" ○ Minimum Width:  .300"



●



Front Wheels ○ Minimum Diameter: .750” ○ Tires must be black rubber: O-Ring or Foam ○ Must run scale front wheels in upright position, cannot be angled. ○ Sticker Fronts are not allowed



●



Gearing ○ No Restrictions



●



Motor ○ No Restrictions



●



Weight ○ No Restrictions
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Pacific Slot Car Raceways, Edgewood WA ECONO DRAGSTER ● Tree: 2 Tenths Pro ● Dial-In: Heads Up Body: ● Front or Rear Engine Dragster type body. Can be lexan, Styrene, Resin or Plastic ● Must have roll cage. ● Must have 3-D driver. ● Model engine not required. Chassis: ● Inline motor ● Ball bearings allowed. ● Wheel base must be greater than 7" but no more than 12” measured from front and rear axle center lines. ● maximum wheelie bar length 5" ● Wheelie bars not required Rear Wheels: ● Minimum 1 1/16” Dia. ● Minimum .300" width. Front Wheels: ● .750” minimum diameter. ●  Must have O-ring tire. Motor: ● ProSlot Speed FX S16D balanced sealed motor ● Springs and brushes may be changed. no other modifications allowed. Weight: ● Minimum 125 grams
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