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Strips - Section D Duray Lighting 500 East Touhy Avenue, Suite F, Des Plaines, IL 60018 773-271-2800 www.duraylighting.com



  Strips  Section D    D1



UtilityT8 



D2



UtilitySlimline 



D3



UtilityHO, VHO 



D4



Utility Side Mounted 



D5



Duraleer Parallel 



D6



AddOLeer Continuous Run 



D7



AddOLeer Continuous Run Side Mounted 



D8



Staggered Strip  One Lamp 



D9



Staggered Strip  Two Lamp 



D10



Narrow Channel Strip 



D11



Midget Series 



D12



Midget High Performance 



D13



Midget Side Mount 



D14



Midget Top Mount 



D15



Narrow Staggered Strip  One Lamp 



D16



Narrow Staggered Strip  Two Lamp 



D17



Reflector Options 
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Strips T8 Electronic



Utility T8 Series MODEL #



NUMBER OF LAMPS



TEMP



BALLAST TYPE



NOMINAL LENGTH IN FEET



H1259



2-59 W



32°



SSB/T8



8’



H1459



4-59 W



32°



SSB/T8



8’



S1244-8



2-44 W



0°



SSB/T8/HO



4’



S1255-8



2-55 W



0°



SSB/T8/HO



5’



S1265-8



2-65 W



0°



SSB/T8/HO



6’



S1186-8



1-86 W



0°



SSB/T8/HO



8’



S1286-8



2-86 W



0°



SSB/T8/HO



8’



S1486-8



4-86 W



0°



SSB/T8/HO



8’



MODEL #



NUMBER OF LAMPS



TEMP



BALLAST TYPE



NOMINAL LENGTH IN FEET



H1159



1-59 W



32°



SSB/T8



8’



H1159T



2-59 W



32°



SSB/T8



16’



S1144-8



2-44 W



0°



SSB/T8/HO



4’



S1155-8



1-55 W



0°



SSB/T8/HO



5’



S1165-8



1-65 W



0°



SSB/T8/HO



6’



S1186-8



1-86 W



0°



SSB/T8/HO



8’



REFLECTORS FOR ABOVE Model No. Assymetric



No. of Lamps



Nominal Length



A48



1 or 2



4’



A72



1 or 2



6’



A96



1 or 2



8’



SPECIFICATIONS HOUSING: Channel and cover is of code gauge die formed steel. Deeper size channels, as used for 800 MA and 1500 MA fixtures, are reinforced with ribs, running the entire length. Dual purpose plates act as coupler for continuous row mounting. Socket plates snap into housing without screws.



1-15/16”



FINISH: All painted metal parts are treated with a rust-inhibitor and baked at 375ºF in a hi-reflective white enamel to provide minimum reflectance factor of 88%. ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Other voltages available. INSTALLATION: May be surface, pendant, slide hanger or chain mounted, individually or in continuous rows.



Above illustration shown with optional asymmetric reflector.



LABELS: U/L combined with I.B.E.W.



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D1



Strips Electronic T12/SSB



Utility Slimline Series MODEL #



NUMBER OF LAMPS



TEMP



BALLAST TYPE



NOMINAL LENGTH IN FEET



H1272-S



2-55 W



50°



SSB/T12



6’



H1472-S



2-55 W



50°



SSB/T12



6’



S1196-S



1-75 W



0°



SSB/T12



8’



S1196T-S



2-75 W



50°



SSB/T12



16’



S1296-S



2-75 W



50°



SSB/T12



8’



S1496-S



4-75 W



50°



SSB/T12



6’



*T indicates tandem. CW



SPECIFICATIONS HOUSING: Channel and cover is of code gauge die formed steel. Dual purpose plates act as coupler for continuous row mounting. Socket plates snap into housing without screws. FINISH: All painted metal parts are treated with a rust-inhibitor and baked at 375ºF in a hi-reflective white enamel to provide minimum reflectance factor of 90%. ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Other voltages available. INSTALLATION: May be surface, pendant, slide hanger or chain mounted, individually or in continuous rows. LABELS: U/L combined with I.B.E.W.



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D2



Strips Electronic T12/SSB



Utility VO/VHO Series MODEL #



NUMBER OF LAMPS



TEMP



BALLAST TYPE



NOMINAL LENGTH IN FEET



S1124-8-S



1-35 W



-20°



SSB/T12/HO



2’



S1224-8-S



2-35 W



-20°



SSB/T12/HO



2’



S1136-8-S



1-50 W



-20°



SSB/T12/HO



3’



S1236-8-S



2-50 W



-20°



SSB/T12/HO



3’



S1148-8-S



1-60 W



-20°



SSB/T12/HO



4’



S1248-8-S



2-60 W



-20°



SSB/T12/HO



4’



S1448-8-S



4-60 W



-20°



SSB/T12/HO



4’



S1172-8-S



1-85 W



-20°



SSB/T12/HO



6’



S1172-8T-S



2-85 W



-20°



SSB/T12/HO



12”



S1272-8-S



2-85 W



-20°



SSB/T12/HO



6’



S1472-8-S



4-85 W



-20°



SSB/T12/HO



6’



S1196-8-S



1-110 W



-20°



SSB/T12/HO



8’



S1196-8T-S



2-110 W



-20°



SSB/T12/HO



16’



S1296-8-S



2-110 W



-20°



SSB/T12/HO



8’



S1496-8-S



4-110 W



-20°



SSB/T12/HO



8’



S1148-15-S



1-110 W



-20°



SSB/T12/VHO



4’



S1172-15-S



1-160 W



-20°



SSB/T12/VHO



6’



S1196-15-S



1-215 W



-20°



SSB/T12/VHO



8’



*T indicates tandem. CW



REFLECTORS FOR ABOVE Model No. Assymetric



No. of Lamps



Nominal Length



A24



1 or 2



2’



A36



1 or 2



3’



A48



1 or 2



4’



1-15/16”



SPECIFICATIONS HOUSING: Channel and cover is of code gauge die formed steel. Deeper size channels, as used for 800 MA and 1500 MA fixtures, are reinforced with ribs, running the entire length. Dual purpose plates act as coupler for continuous row mounting. Socket plates snap into housing without screws. FINISH: All painted metal parts are treated with a rust-inhibitor and baked at 375ºF in a hi-reflective white enamel to provide minimum reflectance factor of 88%.



Above illustration shown with optional asymmetric reflector.



ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Other voltages available. INSTALLATION: May be surface, pendant, slide hanger or chain mounted, individually or in continuous rows. LABELS: U/L combined with I.B.E.W.



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D3



Strips Utility Side Mounted Series MODEL #



NUMBER OF LAMPS



TEMP



BALLAST TYPE (T8 Lamp)



NOMINAL LENGTH IN FEET



HX1159



1-59 W



32°



SSB/T8



8’



HX1259



2-59 W



32°



SSB/T8



8’



SX1244-8



2-44 W



0°



SSB/T8/HO



4’



SX1186-8



1-86 W



0°



SSB/T8/HO



8’



SX1286-8



2-86 W



0°



SSB/T8/HO



8’



MODEL #



NUMBER OF LAMPS



TEMP



BALLAST TYPE (T12 lamp)



Electronic T8 & 12/SSB T8/HO



NOMINAL LENGTH IN FEET



HX1172-S



1-55 W



0°



SSB/T12



6’



HX1196-S



1-75 W



0°



SSB/T12



8’



HX1272-S



2-55 W



50°



SSB/T12



6’



HX1296-S



2-75 W



50°



SSB/T12



8’



SX1148-S



1-60 W



-20°



SSB/T12/HO



4’



SX1172-8-S



1-85 W



-20°



SSB/T12/HO



6’



SX1196-8-S



1-110 W



-20°



SSB/T12/HO



8’



SX1248-8-S



2-60 W



-20°



SSB/T12/HO



4’



SX1272-8-S



2-85 W



-20°



SSB/T12/HO



6’



SX1296-8-S



2-110 W



-20°



SSB/T12/HO



8’



SPECIFICATIONS



2" - High Output 2" - Slimline



4-1/8"



7/8" DIA K.O.



7¾"



HOUSING: Channel and cover are of code gauge die formed steel. Deeper size channels, as used for 800 MA and 1500 MA fixtures, are reinforced with ribs, running the entire length. Dual purpose plates act as coupler for continuous row mounting. FINISH: All painted metal parts are treated with a rust-inhibitor and baked at 375ºF in a hi-reflective white enamel to provide minimum reflectance factor of 88%. ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Other voltages available. INSTALLATION: May be surface or pendant mounted, individually or in continuous rows. LABELS: U/L combined with I.B.E.W.



PROPRIETARY NOTE Except for uses expressly granted in writing, information disclosed hereon is confidential and all rights, patent or otherwise, are reserved by Duray Lighting, Inc.



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D4



Strips



Duraleer Parallel Series



Electronic T5, T5HO, T8 & T12



T12 MODEL #



NUMBER OF LAMPS



BALLAST TYPE (T8 Lamp)



NOMINAL LENGTH IN FEET



T1215-S



1-15 W



SSB/T12



18”



T1220-S



2-20 W



SSB/T12



24”



Q1230-S



2-30 W



SSB/T12



36”



Q1240-S



2-40 W



SSB/T12



48”



Q1240T-S



4-40 W



SSB/T12



96”



T1420-S



4-20 W



SSB/T12



24”



Q1430-S



4-30 W



SSB/T12



36”



Q1440-S



4-40 W



SSB/T12



48”



T8 MODEL #



NUMBER OF LAMPS



BALLAST TYPE (T8 Lamp)



NOMINAL LENGTH IN FEET



TH1217



2-17 W



SSB/T8



24”



Q1225



2-25 W



SSB/T8



36”



Q1232



2-32 W



SSB/T8



48”



Q1232T



4-32 W



SSB/T8



96”



Q12332



3-32 W



SSB/T8



48”



Q12332T



6-32 W



SSB/T8



96”



TH14417



4-17 W



SSB/T8



24”



Q14425



4-25 W



SSB/T8



36”



Q14432



4-32 W



SSB/T8



48”



Q1260-S



2-40W



SSB/T8



60”



T5&T5HO MODEL #



NUMBER OF LAMPS



BALLAST TYPE (T8 Lamp)



NOMINAL LENGTH IN FEET



T1214



2-14 W



ELE. T5



24”



T1224



2-24 W



ELE. T5 HO



24”



Q1221



2-21 W



ELE. T5



36”



Q1239



2-39 W



ELE. T5 HO



36”



Q1228



2-28 W



ELE. T5



48”



Q1254



2-54 W



ELE. T5 HO



48”



Q1254T



4-54 W



ELE. T5 HO



96”



Q12354T



6-54 W



ELE. T5 HO



96”



4 LAMP PARALLEL



Consult factory for options and accessories. 3¾



Model No. No. of Nom. Asymmetric Lamps Length in Feet A24



1 or 2



2



A36



1 or 2



3



A48



1 or 2



4



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D5



Strips Add-O-Leer Continuous Run



Electronic T5, T5HO, T8 & T12



T12 MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



EE1114



1-14 W



Starter type, LPF



15”



EE1115



1-15 W



Starter type, LPF



18”



EE1120



1-20 W



Starter type, LPF



24”



ET1114-S



1-14 W



SSB/T12



15”



ET1115-S



1-15 W



SSB/T12



18”



ET1120-S



1-20 W



SSB/T12



24”



EQ1130-S



1-30 W



SSB/T12



36”



EQ1140-S



1-40 W



SSB/T12



48”



T8 MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



ETH1117



1-17 W



SSB/T8



24”



EQH1125



1-25 W



SSB/T8



36”



EQH1125T



2-25 W



SSB/T8



72”



EQH1132



1-32 W



SSB/T8



48”



EQH1132T



2-32 W



SSB/T8



96”



EQH1160



1-40 W



SSB/T8



60”



T5&T5HO MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



ETH1114



1-14 W



ELE. T5



24”



ETH1124



1-24 W



ELE. T5 HO



24”



EQH1121



1-21 W



ELE. T5



36”



EQH1139



1-39 W



ELE. T5 HO



36”



EQH1128



1-28 W



ELE. T5



48”



EQH1154



1-54 W



ELE. T5 HO



48”



EQH1154T



2-54 W



ELE. T5 HO



96”



Consult factory for options and accessories.



11/16, ¾"



OPTIONAL REFLECTORS



SPECIFICATIONS Housing: Channel, cover and ends are of code gauge, die formed painted white steel construction. Dual purpose end plates act as a coupler for continuous row mounting. All chassis components snap into place without screws. Electrical: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Ballasts mounted in direct contact with housing for maximum heat dissipation.



Asymmetric



Symmetric



Labels: U/L



EA1120



ES1120



EA1130



ES1130



EA1140



ES1140



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D6



Strips Add-O-Leer Continuous Run Side Mounted Series



Electronic T5, T5HO, T8 & T12



T12 MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



ETX1114-S



1-14 W



Electronic



15”



ETX1115



1-15 W



Electronic



18”



ETX1120-S



1-20 W



Electronic



24”



EQX1130-S



1-30 W



Electronic



36”



EQX1140-S



1-40 W



Electronic



48”



T8 MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



ETX1117



1-17 W



SSB/T8



24”



EQX1125



1-25 W



SSB/T8



36”



EQX1125T



2-25 W



SSB/T8



72”



EQX1132



1-32 W



SSB/T8



48”



EQX1132T



2-32 W



SSB/T8



96”



ETX1217



2-17 W



SSB/T8



24”



EQX1225



2-25 W



SSB/T8



36”



EQX1232



2-32 W



SSB/T8



48”



EQX1232T



4-32 W



SSB/T8



96”



T5&T5HO MODEL #



NUMBER OF LAMPS



BALLAST TYPE (T8 Lamp)



NOMINAL LENGTH IN INCHES



7/8" Diam.



ETX1114



1-14 W T5



Electronic



24”



ETX1214



2-14 W T5



Electronic



24”



ETX1124



1-24 W T5HO



Electronic



24”



ETX1224



2-24 W T5HO



Electronic



24”



EQX1121



1-21 W T5



Electronic



36”



EQX1221



2-21 W T5



Electronic



36”



EQX1139



1-39 W T5HO



Electronic



36”



EQX1239



2-39 W T5HO



Electronic



36”



EQX1128



1-28 W T5



Electronic



48”



EQX1228



2-28 W T5



Electronic



48”



EQX1154



1-54 W T5HO



Electronic



48”



EQX1254



2-54 W T5HO



Electronic



48”



EQX1154T



2-54 W T5HO



Electronic



96”



LABELS: U/L listed.



EQX1254T



4-54 W T5HO



Electronic



96”



PROPRIETARY NOTE Except for uses expressly granted in writing, information disclosed hereon is confidential and all rights, patent or otherwise, are reserved by Duray Lighting, Inc.



Consult factory for options and accessories including catalog numbers when mounting lamps at 90°.



SPECIFICATIONS HOUSING: Channel, cover and ends are of code gauge, die formed cold rolled primed steel construction. FINISH: All metal parts are cleansed by a multi -stage process and treated with an iron phosphate coating after fabrication to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320° F. Minimum of 88% reflectivity. ELECTRICAL: All units wired with ballasts incorporation Class P thermal protection, for 120 volt, 50/60 cycle AC. Ballasts mounted in direct contact with housing for maximum heat dissipation. INSTALLATION: Units may be surface or pendant mounted, individually or in continuous rows.



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D7



Strips Staggered Strip - One Lamp MODEL #



NUMBER OF LAMPS



BALLAST TYPE



Electronic T8/SSB



NOMINAL LENGTH IN INCHES



SSH1117



1-17 W



SSB/T8



24”



SSH1125



1-25 W



SSB/T8



36”



SSH1132



1-32 W



SSB/T8



48”



SSH1125T



2-25 W



SSB/T8



69”



SSH1132T



2-32 W



SSB/T8



93”



*T indicates tandem. NOTE: Reflectors are available on special order. OPTIONS Code



Description



B1



Emergency Ballast



SPECIFICATIONS HOUSING: Channel, cover and ends are of code gauge, die formed steel construction. FINISH: All metal parts are cleansed by a multi -stage process and treated with an iron phosphate coating after fabrication to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320° F. Minimum of 88% reflectivity. ELECTRICAL: All units wired with ballasts incorporation Class P thermal protection, for 120 volt, 60 cycle AC. Ballasts mounted in direct contact with housing for maximum heat dissipation. INSTALLATION: Units may be surface or pendant mounted, individually or in continuous rows. LABELS: U/L and I.B.E.W.



PROPRIETARY NOTE Except for uses expressly granted in writing, information disclosed hereon is confidential and all rights, patent or otherwise, are reserved by Duray Lighting, Inc.



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D8



Strips Electronic T8 & T12/SSB



Staggered Strip - Two Lamp T8 MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



SSH1217



2-17 W



SSB/T8



27”



SS1225



2-25 W



SSB/T8



39”



SS1225T



4-25 W



SSB/T8



75”



SS1232



2-32 W



SSB/T8



51”



SS1232T



4-32 W



SSB/T8



99”



T12 MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



SS1220-S



2-20 W



SSB/T12



27”



SS1230-S



2-30 W



SSB/T12



39”



SS1240-S



2-40 W



SSB/T12



51”



SS1230T-S



4-30 W



SSB/T12



75”



SS1240T-S



4-40 W



SSB/T12



99”



Cross Section



*T indicates tandem. NOTE: Reflectors are available on special order. OPTIONS Code



Description



B1



Emergency Ballast



AL (Prefix)



Aluminum Housing



SPECIFICATIONS HOUSING: Channel, cover and ends are of code gauge, die formed steel construction. FINISH: All metal parts are cleansed by a multi -stage process and treated with an iron phosphate coating after fabrication to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320° F. Minimum of 88% reflectivity. ELECTRICAL: All units wired with ballasts incorporation Class P thermal protection, for 120 volt, 60 cycle AC. Ballasts mounted in direct contact with housing for maximum heat dissipation. Other voltages are available. Energy saving ballasts also available. INSTALLATION: Units may be surface or pendant mounted, individually or in continuous rows. PACKAGING: Individually boxed or bulk packed as required. LABELS: U/L and I.B.E.W.



PROPRIETARY NOTE Except for uses expressly granted in writing, information disclosed hereon is confidential and all rights, patent or otherwise, are reserved by Duray Lighting, Inc.



Specifications subject to change without notice.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



1Phone 773-271-2800



Fax 773.271.4410 www.DurayLighting.com



D9



Strips Electronic T8 & T5, T5HO



Narrow Channel Strip T8 MODEL #



DESCRIPTION



LAMP



BALLAST TYPE



NOMINAL LENGTH IN FEET



NET1217



2 LAMP STRIP



2-27 W



SSB/T8



2’



NEQ1225



2 LAMP STRIP



2-25 W



SSB/T8



3’



NEQ1232



2 LAMP STRIP



2-32 W



SSB/T8



4’



NEQ1260



2 LAMP STRIP



2-40 W



SSB/T8



5’



T5 MODEL #



DESCRIPTION



LAMP



BALLAST TYPE



NOMINAL LENGTH IN FEET



NEQ1121



1 LAMP STRIP



1-21 W



SSB/T5



3’



NEQ1128



1 LAMP STRIP



1-28 W



SSB/T5



4’



NEQ1135



1 LAMP STRIP



1-35 W



SSB/T5



5’



NEQ1221



2 LAMP STRIP



2-21 W



SSB/T5



3’



NEQ1228



2 LAMP STRIP



2-28 W



SSB/T5



4’



NEQ1235



2 LAMP STRIP



2-35 W



SSB/T5



5’



T5HO MODEL #



DESCRIPTION



LAMP



BALLAST TYPE



NOMINAL LENGTH IN FEET



NEQ1124HO



1 LAMP STRIP



1-24 W



SSB/T5/HO



2’



NEQ1139HO



1 LAMP STRIP



1-39 W



SSB/T5/HO



3’



NEQ1154HO



1 LAMP STRIP



1-54 W



SSB/T5/HO



4’



NEQ1224HO



2 LAMP STRIP



2-24 W



SSB/T5/HO



2’



NEQ1239HO



2 LAMP STRIP



2-39 W



SSB/T5/HO



3’



NEQ1254HO



2 LAMP STRIP



2-54 W



SSB/T5/HO



4’



*T indicates tandem available in 6’ and 8’. OPTIONS Code



Description



B1



Emergency Ballast



F



Fusing



K



Grounded Convenience outlet



M



Turn Knob Switch



SPTW6’



6’ Cord/Plug White



SJTB6’



6’ Cord/Plug Black



W



277V



PROPRIETARY NOTE Except for uses expressly granted in writing, information disclosed hereon is confidential and all rights, patent or otherwise, are reserved by Duray Lighting, Inc.
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Strips T8 & Starter Type/LPF



Midget Series MODEL # (White)



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



TSW104



1-4T5



Starter, LPF



9-1/16”



TSW106



1-6T5



Starter, LPF



12-1/16”



TSW108



1-8T5



Starter, LPF



15-1/16”



TSW115



1-15T8



Starter, LPF



21-1/16”



TSW119-24



1-19T8-24”



Starter, LPF



27-1/16”



TSW119-26



1-19T8-26”



Starter, LPF



29-1/16”



TSW119-28



1-19T8-28”



Starter, LPF



31-1/16”



TSW119-30



1-19T8-30”



Starter, LPF



33-1/16”



TSW215



2-15T8



Starter, LPF



40-3/4”



TSW315



3-15T8



Starter, LPF



60-1/8”



Q-6’ cord & plug/white M-Turn knob switch



MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN INCHES



TSW117



1-17 W



SSB/T8



25”



TSW125



1-25 W



SSB/T8



37”



TSW132



1-32 W



SSB/T8



49”



W-277 volt for T8 only. T8



T5



Optional



RW Reflector SPECIFICATIONS HOUSING: Channel and back plate die-formed of heavy gauge prime steel. FINISH: For improved paint adhesion and rust resistance, all metal parts are cleansed by a multi-stage process and treated with an iron phosphate coating. Housing is electrostatically sprayed with glossy white enamel, baked at 320ºF. Chrome finish is luxuriously plated for appearance and endurance. ELECTRICAL: Equipped with starter type, UL approved ballast for use with 120 volt, 60 cycle AC. Sockets are completely wired. INSTALLATION: Keyhole slots provided for surface mounting, individually or in continuous rows. LABELS: U/L combined with I.B.E.W.



Model Number



Number of Lamps



Nom. Length in Inches



Model Number



Number of Lamps



Nom. Length in Inches



RW104



1-4T5



9-1/16



RW119-26



1-19T8-26"



29-1/16



RW106



1-6T5



12-1/16



RW119-28



1-19T8-28"



31-1/16



RW108



1-8T5



15-1/16



RW119-30



1-19T8-30



33-1/16



RW115



1-15T8



21-1/16



RW215



2-15T8



40-3/4



RW119-24



1-19T8 24"



27-1/16



RW315



3-15T8



61-1/8
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Strips Midget High Performance MODEL #



NUMBER/TYPE OF LAMPS



NOMINAL LENGTH IN INCHES



TSW114



1-14WT5



22-13/16”



TSW121



1-21WT5



34-11/16”



TSW128



1-28WT5



46-1/2”



TSW128T



2-28WT5



93”



MODEL #



NUMBER/TYPE OF LAMPS



T5 & T5 High Output



NOMINAL LENGTH IN INCHES



TSW124HO



1-24WT5HO



22-13/16”



TSW139HO



1-39WT5HO



34-11/16”



TSW154HO



1-54WT5HO



46-1/2”



TSW154THO



2-54WT5HO



93”



OPTIONS Code



Description



M



Turn Knob Switch



SPTW6’



6’ Cord & Plug/White



RW



Reflector



SPECIFICATIONS HOUSING: Channel and back plate die-formed of heavy gauge prime steel. FINISH: For improved paint adhesion and rust resistance, all metal parts are cleansed by a multi-stage process and treated with an iron phosphate coating. Housing is electrostatically sprayed with glossy white enamel, baked at 320ºF. Chrome finish is luxuriously plated for appearance and endurance.



TOP



2x 3/16" DIA HOLES



ELECTRICAL: Equipped with starter type, UL approved ballast for use with 120 volt, 60 cycle AC. Sockets are completely wired. INSTALLATION: Keyhole slots provided for surface mounting, individually or in continuous rows. LABELS: U/L combined with I.B.E.W.



1-3/8”
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Strips T5 & T5 High Output



Midget Side Mount MODEL #



MODEL # 90° Angle



NO. OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN FEET



TSX114-T5



————



1-14 W



SSB/T5



2’



TSX121-T5



————



1-21 W



SSB/T5



3’



TSX128-T5



————



1-28 W



SSB/T5



4’



TSX135-T5



————



1-35 W



SSB/T5



5’



TSX214-T5



TSXS214-T5



2-14 W



SSB/T5



2’



TSX221-T5



TSXS221-T5



2-21 W



SSB/T5



3’



TSX228-T5



TSXS228-T5



2-28 W



SSB/T5



4’



TSX235-T5



————



2-35 W



SSB/T5



5’



BALLAST TYPE



NOMINAL LENGTH IN FEET



MODEL #



MODEL # 90° Angle



NO. OF LAMPS



TSX124-T5HO



————



1-24 W



SSB/T5HO



2’



TSX139-T5HO



————



1-39 W



SSB/T5HO



3’



TSX154-T5HO



————



1-54 W



SSB/T5HO



4’



TSX224-T5HO



TSXS224-T5HO



2-24 W



SSB/T5HO



2’



TSX239-T5HO



TSXS239-T5HO



2-39 W



SSB/T5HO



3’



TSX254-T5HO



TSXS254-T5HO



2-54 W



SSB/T5HO



4’



OPTIONS Code



Description



R



Pull Cain



SPECIFICATIONS HOUSING: Code gauge steel sheet metal die formed and snap -fit construction. ELECTRICAL: Electronic ballast incorporating Class " P" thermal protection. 120 volts AC 60 Hz standard. Class "A" sound rating. Ballasts mounted in direct contact with housing for maximum heat dissipation. Sockets completely wired. INSTALLATION: Units may be ceiling or wall mounted, individually or in continuous rows. FINISH: Detergent cleaned with iron phosphate and chromic acid rust inhibitor, chip resistant powder urethane polyester coating, electrostatic applied and baked at 375 degrees F. LABELS: U/L listed and I.B.E.W. OTHER: Accessories rated for 120 volt use. PROPRIETARY NOTE Except for uses expressly granted in writing, information disclosed hereon is confidential and all rights, patent or otherwise, are reserved by Duray Lighting, Inc.
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Strips T5 & T5 High Output



Midget Top Mount Series MODEL #



NO. OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN FEET



TST114-T5



1-14 W



SSB/T5



2’



TST121-T5



1-21 W



SSB/T5



3’



TST128-T5



1-28 W



SSB/T5



4’



TST135-T5



1-35 W



SSB/T5



5’



TST214-T5



2-14 W



SSB/T5



2’



TST221-T5



2-21 W



SSB/T5



3’



TST228-T5



2-28 W



SSB/T5



4’



TST235-T5



2-35 W



SSB/T5



5’



MODEL #



NO. OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN FEET



TST124-T5HO



1-24 W



SSB/T5HO



2’



TST139-T5HO



1-39 W



SSB/T5HO



3’



TST154-T5HO



1-54 W



SSB/T5HO



4’



TST224-T5HO



2-24 W



SSB/T5HO



2’



TST239-T5HO



2-39 W



SSB/T5HO



3’



TST254-T5HO



2-54 W



SSB/T5HO



4’



SPECIFICATIONS



2.46



2.46



1.58



1.58



1.79



1.79



Optional Reflectors



HOUSING: Code gauge steel sheet metal die formed and snap -fit construction. ELECTRICAL: Electronic ballast incorporating Class " P" thermal protection. 120 volts AC 60 Hz standard. Class "A" sound rating. Ballasts mounted in direct contact with housing for maximum heat dissipation. Sockets completely wired. INSTALLATION: Units may be ceiling or wall mounted, individually or in continuous rows. FINISH: Detergent cleaned with iron phosphate and chromic acid rust inhibitor, chip resistant powder urethane polyester coating, electrostatic applied and baked at 375 degrees F.



DRLT5



LABELS: U/L listed and I.B.E.W. OTHER: Accessories rated for 120 volt use.



TSTS



TSTA Specifications subject to change without notice.
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Strips Staggered Strip - One Lamp MODEL NUMBER



NO. OF LAMPS



BALLAST TYPE



Electronic T8/SSB



NOMINAL LENGTH



SSH1117



1-17W



SSB/T8



24”



SSH1125



1-25W



SSB/T8



36”



SSH1132



1-32W



SSB/T8



48”



SS1125T



2-25W



SSB/T8



69”



SS1132T



2-32W



SSB/T8



93”



T indicates tandem. Note: Reflectors are available on special order.



Code



Description



B1



Emergency Ballast



SPECIFICATIONS HOUSING: Channel, cover and ends are code gauge die formed steel construction. FINISH: All metal parts are cleansed by a multi -stage process and treated with an iron phosphate coating after fabrication to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320°F. Minimum of 88% reflectivity. ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC current. Ballasts mounted in direct contact with housing for maximum heat dissipation. Other voltages available. Energy saving ballasts also available. INSTALLATION: Units may be surface or pendant mounted, individually or in continuous rows. LABELS: U/L and I.B.E.W.



PROPRIETARY NOTE Except for uses expressly granted in writing information disclosed hereon is confidential and all rights, patent or otherwise, are reserved by Duray Fluorescent Mfg. Co. Specifications subject to change without notice
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Strips Staggered Strip - Two Lamp MODEL NUMBER



No. OF LAMPS



BALLAST TYPE



NOMINAL LENGTH



SS1220-S



2-20W



SSB/T12



27”



SS1230-S



2-30W



SSB/T12



39”



SS1240-S



2-40W



SSB/T12



51”



SS1230T-S



4-30W



SSB/T12



75”



SS1240T-S



4-40W



SSB/T12



99”



No. OF LAMPS



BALLAST TYPE



NOMINAL LENGTH



SSH1217



2-17W



SSB/T8



27”



SS1225



2-25W



SSB/T8



39”



SS1225T



4-25W



SSB/T8



75”



SS1232



2-32W



SSB/T8



51”



SS1232T



4-32W



SSB/T8



99”



MODEL NUMBER



Electronic T8 & T12/SSB



Cross Section



T indicates tandem. Note:. 1. 2.



To order with aluminum housing, use prefix “AL”. Reflectors are available on special order. Contact factory.



Code



Description



B1



Emergency Ballast



Specifications HOUSING: Channel, cover and ends are code gauge die formed steel construction. FINISH: All metal parts are cleansed by a multi-stage process and treated with an iron phosphate coating after fabrication to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320°F. Minimum of 88% reflectivity.



2',3' & 8' units



ELECTRICAL: All units wired with ballasts incorporating class P thermal protection for 120 volt, 60 cycle AC current. Ballasts mounted in direct contact with housing for maximum heat dissipation. Other voltages are available. Energy saving ballasts also available. INSTALLATION: Units may be surface or pendant mounted, individually or in continuous rows.



6' and 8' tandem units



PACKAGING: Individually boxed, or bulk packed as required. LABELS: U/L listed combined with I.B.E.W.



PROPRIETARY NOTE Except for uses expressly granted in writing information disclosed hereon is confidential and all rights, patent or otherwise, are reserved by Duray Fluorescent Mfg. Co. Specifications subject to change without notice.
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Strips Reflector Options



Model No: EAX



Model No: EA



Model No: ESX



One lamp side mount asymmetric reflector.



Top mount one light asymmetric reflector.



Double side mount symmetric reflector.



Model No: ES



Model No: SS1AR-One lamp stagger



Model No: EA-DRL



One lamp side mount symmetric reflector.



asymmetric reflector.



One lamp top mount direct light reflector.



Model No: SS2AR-Two lamp stagger asymmetric reflector.



NOTE: When ordering reflectors, please indicate row lengths and fixture lengths.



Model No: SS1SR-One or two lamp stagger narrow symmetric reflector. Model No: SS2SR-One or two



Model No: ADRL



Two lamp top mount direct light reflector.



GENERAL DESCRIPTION



Various types of reflectors are often required for different applications. Symmetric, asymmetric, and direct light reflectors are available. End views of the reflectors and housings are shown above. Other variations of reflectors are available upon request, including aluminum anodized 87% or enhanced 95% reflectivity.



SPECIFICATIONS REFLECTOR: Die formed cold rolled steel. FINISH: All reflectors are cleaned and treated with a three-stage phosphate coating, then electrostatically sprayed with a high quality white baked enamel providing a minimum 87% reflectivity.
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