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Surface T5, T5HO, T8 & T12/Electronic



Prisma Ray T12 Electronic MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN FEET



NOMINAL WIDTH IN INCHES



N240-S



2-40 W



SSB/T12



4’



15-13/16”



N440-S



4-40 W



SSB/T12



4’



15-13/16”



T8 Electronic MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN FEET



NOMINAL WIDTH IN INCHES



NH132



1-32 W



SSB/T8



4’



5-1/2”



N132T



2-32 W



SSB/T8



8’



5-1/2”



NH232



2-32 W



SSB/T8



4’



5-1/2”



NH217



2-17 W



SSB/T8



2’



11-1/4”



N225



2-25 W



SSB/T8



3’



11-1/4”



N232



2-32 W



SSB/T8



4’



11-1/4”



N232-15”



2-32 W



SSB/T8



4’



15-13/16”



N232T¹



4-32 W



SSB/T8



8’



11-1/4”



N259



2-59 W



SSB/T8



8’



11-1/4”



N417



4-17 W



SSB/T8



2’



15-13/16”



N432



4-32 W



SSB/T8



4’



15-13/16”



N432T²



8-32 W



SSB/T8



8’



15-13/16”



4-5/8”



NH 5-5/8”



¹2 lamps in cross section. ²4 lamps in cross section.



N OPTIONS



Code



Description



F



Fusing



W



277 volt



SR (prefix)



Enhancement reflector



N



SPECIFICATIONS HOUSING: Entire construction rigidly die formed of code gauge steel in 2’, 3’, 4’ and 8’ lengths. SHIELDING: Single piece light stabilized prismatic lens in virgin acrylic. 5/32” convex hexagon prisms on bottom optically engineered for controlled low brightness. Linear striations on sides designed to refract light upward while adding to overall attractiveness and streamlined appearance. Hinged along its entire length on both sides for maximum flexibility. Destaticized to inhibit dirt accumulation. FINISH: All metal parts are cleansed by a multi-stage process and treated with an iron phosphate coating after fabrication to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320ºF. Minimum of 88% reflectivity. ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Ballasts mounted in direct contact with housing for maximum heat dissipation. Sockets completely wired. INSTALLATION: Units may be surface or pendant mounted, individually or in continuous rows. LABELS: U/L combined with I.B.E.W.



A Division of Weslite Inc.



500 E. Touhy Ave, Des Plaines, IL 60018



Specifications subject to change without notice.
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C1



Surface



Econo-Ray Wraparound MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN FEET



NNH217



2-17 W



SSB/T8



2’



9-3/16”



NN232



2-32 W



SSB/T8



4’



9-3/16”



NN240-S



2-40 W



SSB/12



4’



9-3/16”



Electronic T5 & T12/SSB



NOMINAL WIDTH IN INCHES



*Other lamp and ballast options available. Please consult factory.



SPECIFICATIONS HOUSING: Entire construction rigidly die formed of code gauge steel with deep rib reinforcing formations assuring accurate alignment and sturdy installation SHIELDING: Single piece light stabilized prismatic lens in virgin acrylic. 5/32” convex hexagon prisms on bottom optically engineered for controlled low brightness. Linear striations on sides designed to refract light upward while adding to overall attractiveness and streamlined appearance. Hinged along its entire length on both sides for maximum flexibility. Destaticized to inhibit dirt accumulation. FINISH: All metal parts are cleansed by a multi-stage process and treated with an iron phosphate coating after fabrication to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320ºF. Minimum of 88% reflectivity. ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Ballasts mounted in direct contact with housing for maximum heat dissipation. Sockets completely wired. INSTALLATION: Units may be surface or pendant mounted, individually or in continuous rows. LABELS: U/L listed combined with I.B.E.W.



Specifications subject to change without notice.
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C2



Surface RS, HPF SSB/T8



Econo-Cloud Series MODEL #



NUMBER OF LAMPS



LAMP TYPE



BALLAST TYPE



DIMENSIONS L



W



D



WPC232



2



32 W



SSB/T8



11-3/4"



52"



4-3/4"



WPC240



2



40 W



RS/HPF



11-3/4"



52"



4-3/4"



WPC432



4



32 W



SSB/T8



17”



52"



4-3/4"



WPC440



4



40 W



RS/HPF



17”



52"



4-3/4"



Econo-Cloud Series



*Aluminum housing available on special order. OPTIONS Code



Description



B1



Emergency battery pack



W



277 volt



Dimensional Data 48" 2-1/4" K.O.



5-1/4"



5/8" K.O. 12-3/4"



7/8" K.O.



SPECIFICATIONS: 5"



Housing: Body is die-formed of code gauge steel construction and designed for maximum strength and uniformity. Finish: All metal parts are cleansed by a multi -stage process and treated with an iron phosphate coating to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320°F. Minimum of 88% reflectivity.



19"



1-3/4" 48"



7/8" K.O.



7-1/4"



Shielding: Lenses are formed white acrylic.



6"



Electrical: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Other voltages available. Ballasts mounted in direct contact with housing for maximum heat dissipation. Sockets completely wired.



C



Installation: Units may be surface or pendent mounted individually.



B



Labels: U/L combined with I.B.E.W.



A



Ordering Information



Specifications subject to change without notice.
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Surface Electronic T8/SSB



Cloudlume Acrylic Forms MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL WIDTH AND LENGTH



WPC14232



2-32 W



SSB/T8



15”X51-1/4”



WPC22232u



2-32U W*



SSB/T8



27”X27-1/4”



WPC24232



2-32 W



SSB/T8



27”X51-1/4”



WPC24432



4-32 W



SSB/T8



27”X51-1/4”



*Socket sets for 6” leg spacing. Aluminum housing available on special order. OPTIONS Code



Description



B1



Battery Pack



6”



1x4



SPECIFICATIONS HOUSING: Body is die-formed of code gauge steel construction and designed for maximum strength and uniformity. Standard in stock modules are 1’x4’, 2’x2’, 2’x4’. SHIELDING: Lenses are formed white acrylic. FINISH: All metal parts are cleansed by a multi-stage process and treated with an iron phosphate coating to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320ºF. Minimum of 88% reflectivity.



2x4



ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Other voltages available. Ballasts mounted in direct contact with housing for maximum heat dissipation. Sockets completely wired. INSTALLATION: Units may be surface or pendant mounted individually. LABELS: U/L and I.B.E.W.



23-7/8”



2x2



Specifications subject to change without notice.
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Surface Electronic T8 & T12/SSB



Plexilume Product Configurator 2 light



3 light



4 light



6 light



1x2



x



x



2x2



x



x



x



x



1x4



x



x



x



2x4



x



x



x



4x4



8 light



Tandem



x x x



x



1’x2’ 1’x4’ 1’x8’



SPECIFICATIONS HOUSING: Body and hinged door frame are die-formed of code gauge steel construction and designed for maximum strength and uniformity. FINISH: All metal parts are cleansed by a multi-stage process and treated with an iron phosphate coating to improve paint adhesion and rust resistance, then electrostatically sprayed with white enamel and baked at 320ºF. Minimum of 90% reflectivity.



2’x2’ 2’x4’



ELECTRICAL: All units wired with ballasts incorporating Class P thermal protection, for 120 volt, 60 cycle AC. Other voltages available. Ballasts mounted in direct contact with housing for maximum heat dissipation. Sockets completely wired. INSTALLATION: Units may be surface or pendant mounted individually or in continuous rows.



4’x4’



LABELS: U/L and I.B.E.W.



ORDERING INFORMATION: Example S22432



Series: S—Plexilume Series SH—Use “SH” when HPF (high power factor) is desired on 20 watt models).



Nominal Dimensions 12—1’ x 2’ 14—1’ x 4’ 22—2’ x 2’ 24—2’ x 4’ 44—4’ x 4’



Number of Lamps 2—two 3– three 4—four 6– six 8—eight



Tandem



Wattage 17—17 watt, T8/SSB 2—20 watt, T12 32—32 watt, T8/SSB 32U—32 watt u-lamp 4– 40 watt, T12 4U—40 watt u-lamp, T12 4BX– 40 watt biax



T– Tandem



Louver Options For lens and louver options, see accompanying page.



Note: Prefix catalog number with SR when ordering fixture with enhancement reflector.



Specifications subject to change without notice.
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C5



Surface T8/SSB, RS/HPF, TS/HPF



Narrow-Lume Series MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN FEET



SNH1212



1-20 W



TS,HPF



2’



SNH1222



2-20 W



TS,HPF



2’



SNH1313



1-30 W



RS,HPF



3’



SN1323



2-30 W



RS,HPF



3’



SNH1414



1-40 W



RS,HPF



4’



SN1424



2-40 W



RS,HPF



4’



SN1424T



4-40 W



RS,HPF



8’



SSB/T8 MODEL #



NUMBER OF LAMPS



BALLAST TYPE



NOMINAL LENGTH IN FEET



SNH12117



1-17 W



SSB/T8



2’



SNH12217



2-17 W



SSB/T8



2’



SNH13125



1-25 W



SSB/T8



3’



SN13225



2-25 W



SSB/T8



3’



SNH14132



1-32 W



SSB/T8



4’



SN14232



2-32 W



SSB/T8



4’



SN14232T



4-432 W



SSB/T8



8’



To Order the Following Diffusers



Add to Catalog Number Plastics



Louvers Silver



Prismatic Acrylic #12 Pattern



5¾”



White



A



Prismatic Acrylic #12 Pattern .125



P



Matte White Acrylic



MWA



Specular Parabolic Louver ½"x½"x½"



SP1



Specular Parabolic Louver ¾"x¾"x½"



SP4



Specular Parabolic Louver 1½"x1½"x1"



SP2



White Cubed Acrylic Louver ½"x½"x3/8"



½” PLA



Parallel Blade Aluminum Louver ¾" deep x 2" spacing



PBMA



SPECIFICATIONS HOUSING: Entire construction rigidly die-formed of code gauge steel.



OPTIONS Code



Description



SS



Single canopy



ST



Stems—specify length: 6” - 48”. Example: catalog number for a 12” stem is ST12.



SHIELDING: See ordering information.



Available on special order:



1. Uplight 2. Wall mounting 3. Custom colors 4. Other lamp and ballast combinations available, consult factory.



FINISH: High gloss white enamel. ELECTRICAL: All units wired with “A” sound rated ballasts incorporating Class P thermal protection for 120 volt, 60 cycle AC current. Other voltages available. Ballasts mounted in direct contact with housing for maximum heat dissipation. Sockets completely wired and mounted. INSTALLATION: Units may be surface or pendant mounted, individually or in continuous rows.



Ballast Options



LABELS: U/L and I.B.E.W.



BX39—39 watt biax ballast BX40—40 watt biax ballast



Specifications subject to change without notice.
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