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SOIL equipment



RS-350 Compaction Test Set



RS-515 Consolidation Test Set



RS-525 Direct Shear Test Set



ASTM D-698 / D-1557 AASHTO T-99 / T-180 For determining moisture - density relationship



ASTM D-2435 AASHTO T-216 For determining the rate and magnitude of consolidation of soil when it is restrained laterally, loadded and drain axially



ASTM D-3080 AASHTO T-236 For determining shearing resistance of soil sample



RS-351



Standard Proctor Mold



Machined steel, galvanized, 1 Pc 4" i.d., 4.584" height, 2" height of collar RS-352 Standard Proctor Mold Machined steel, galvanized, 1 Pc 6" i.d., 4.584" height, 2" height of collar RS-353 Standard Proctor Hammer Machined steel, galvanized, 1 Pc 2" i.d., 12" drop height, 5,5 lbs weight RS-354 Standard Proctor Hammer Machined steel, galvanized, 1 Pc 2" i.d., 18" drop height, 10 lbs weight RS-355 Extruder Steel frame, hydraulic jack 1 Set RG-303 Square Pan Galvanized steel, 1 Pc l 65 x 65 x 7.5 cm RG-390 Thin Box Alumunium, 60 gr capacity 12 Pcs RG-405A Graduated Cylinder Plastic, 1.000 ml capacity 1 Pc RG-801 Scoop Cast Alumunium 1 Pc RG-871 Trowel Pointed type 1 Pc RG-890 Straight Edge 30 cm length 1 Pc RG-900 Rubber Mallet Wooden handle 1 Pc RG-920 Steel Wiire Brush Wooden handle 1 Pc



RS-526 RS-516 RS-516.1 RS-516.2



Consolidation Frame Consist of : Frame Loading Set



RS-517



Consolidometer



RS-518 RS-518.1 RS-518.2 RS-518.3 RS-518.4 RS-518.5 RS-519



Loads Consist of : Load Load Load Load Load Sample Tubes



RG-135 RG-840



Dial Indicator Wire Saw



Cast alumunium, 1 Set two test unit Three alternative lever arm 2 Set 1:9, 1:10, 1:11 Brass, 50.5 mm sample dia., 2 Set porous stone, loading cap. Slotted, machined steel 500 gr 1000 gr 2000 gr 4000 gr 8000 gr Machine steel, 50.5 mm dia., galvanized, with extruder Range 10.0 mm x 0.01 mm 10 cm length approx.



4 Pcs 2 Pcs 2 Pcs 2 Pcs 2 Pcs 1 Set 2 Pcs 1 Pc



RS-526.1



Loading Machine Consist of : Frame



RS-526.2



Loading Hanger



RS-527



Shear Box



RS-523



Loads



RS-523.1 RS-523.2 RS-524



Consist of : Load Load Sample Tube



RG-101.1 RG-135 RG-136 RG-840



Proving Ring Dial Indicator Dial Indicator Wire Saw



Welded steel frame hand operated Machined steel, galvanized, supplied without load Cast alumunium box, 63.5 mm sample dia., porous stone, loading cap. Slotted, machined steel, galvanized



1 Pc



3167 gr weight 6334 gr weight Machine steel, 63.5 mm dia., galvanized, with extruder 100 kg capacity Range 10.0 mm x 0.01 mm Range 20.0 mm x 0.01 mm 10 cm length approx.



2 Pcs 1 Pc 1 Set



Dimension (l x w x h) : 80 x 80 x 150 cm Gross Weight : 130 kg



Dimension (l x w x h) : 130 x 50 x 130 cm Gross Weight : 125 kg



RS-500B Unconﬁned Compression Machine



RS-110A Hand Bor



RS-550 Field Vane Shear Test Set



ASTM D-2166 AASHTO T-208 For determining stress strain relationship of cohesive soil without conﬁning pressure



Drilling for soil sampling preparation RS-111



Drilling Rod



Unconﬁned Compression Cast alumunium, gear box, 1 Set Machine Electric, adjustable height of top platen, hand operated 200 kg capacity RS-502 Sample Tubes Consist of : RS-502.1 Sample Tubes 35.0 mm x 70 mm height 1 Pc RS-502.2 Sample Tubes 47.5 mm x 95 mm height 1 Pc RS-502.3 Sample Tubes 70.0 mm x 140 mm height 1 Pc RS-503 Split Sample Tubes Consist of : RS-503.1 Split Sample Tubes 35.0 mm x 70 mm height 1 Pc RS-503.2 Split Sample Tubes 47.5 mm x 95 mm height 1 Pc RS-503.3 Split Sample Tubes 70.0 mm x 140 mm height 1 Pc RS-504 Extruder Consist of : RS-504.1 Extruder 34.5 mm x 71 mm height 1 Pc RS-504.2 Extruder 47.0 mm x 96 mm height 1 Pc RS-504.3 Extruder 69.5 mm x 141 mm height 1 Pc RS-505 Trimmer Steel frame, 3 tubes size 1 Set RG-101.1 Proving Ring 100 kg capacity 1 Set RG-137 Dial Indicator Range 30 mm x 0.01 mm 1 Pc RG-390 Thin Box Alumunium, 60 gr capacity 12 Pcs RG-840 Wire Saw 10 cm length approx. 1 Pc



RS-112



Iwan Type Auger



RS-113



Straight Chopping Auger



RS-114 RS-115



T-Piece Tube Adaptor



RS-116



Turning Rod



RS-117



Sampling Tube



RS-118



Rod Head



RS-119 RS-120 RG-735A RG-739 RG-902 RG-920



Paraﬁn Vertical Guide Allen Key Pipe Wrench Hammer Steel Wire Brush



2 Pc 1 Set



1 Pc 1 Pc 1 Pc 1 Pc



Dimension (l x w x h) : 62 x 62 x 40 cm Gross Weight : 120 kg



RS-501A



Solid bar, 1mtr length, 1 1/4" dia Welded steel, two radial blades, 4" dia Steel bar, hardened tip, 45 mm width Welded steel Machined steel, with 3 clamping bolts Machined steel, 1 1/4" dia, 60 cm length 68 mm dia, 40 cm length with 3 bolt holes Hardened, machined steel, 2 1/2" dia Machined Steel Hardened Steel, 1/4" 24" length 5 kg weight Wooden Handle



10 Pcs 1 Pc



Detailed ﬁeld investigation of undrained shear strength and sensitivity of soft and medium stiff clays From 0-30 meters by hand jack, even through hard layers of clay, sand or silt. Two vane sizes: Measurements from 0-60 kPa & 0-100 kPa. Top-level accuracy, results can be used for the design of earth ﬁll foundations and embankments.



1 Pc 1 Pc 1 Pc 2 Pcs 10 Pcs 1 Pc 2 Kg 1 Pc 1 Pc 2 Pcs 1 Pc 1 Pc



Dimension (l x w x h) : 105 x 60 x 60 cm Gross Weight : 130 kg



Dimension (l x w x h) : 70 x 70 x 70 cm Gross Weight : 45 kg
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SOIL equipment



RS-360B Laboratory CBR Test Set



RS-360A Electric Laboratory CBR Test Set



RS-311A Liquid Limit Device



ASTM D-1883 AASHTO T-193 For determining the bearing ratio of soil



ASTM D-1883 AASHTO T-193 For determining the bearing ratio of soil



ASTM D-4318 AASHTO T-89 Hand operated, brass cup, hard rubber base, provided with counter



RS-361B



RS-361A



Dimension (l x w x h) : 40 x 40 x 40 cm Gross Weight : 7 kg



Mechanical Loading Machine



Steel frame, hand operated, 1 Set two speeds, 10.000 lbs cap., 1.954" piston dia. RS-362 CBR Mold Machined steel, 6" i.d, 7" 3 Pcs weight, 2" height of collar RS-363 Spacer Dish Machined steel, 5 15/16" dia., 1 Pc 2.416" height RS-364 Cutting Edge Machined steel, sharp edge 1 Pc RS-365 Circular Surcharge Weight Machined steel, 5 7/8" o.d., 3 Pcs 2 1/8" i.d, 5 lbs weight RS-366 Slotted Surcharge Weight Machined steel, 5 7/8" o.d., 3 Pcs 2 1/8" slotted width, 5 lbs weight RS-354 Modiﬁed Proctor Hammer Machined steel, galvanized, 1 Pc 2" dia., 18" drop height, 10 lbs weight RS-369 Filter Paper 6" dia., 100 sheet/box 1 Box RG-101.6 Proving Ring 6.000 lbs capacity 1 Set RG-131 Dial Indicator Range 0.01" x 1" 1 Pc RG-303 Square Pan Galvanized steel, 1 Pc 65 x 65 x 7.5 cm GE-390 Thin Box Alumunium, 60 gr capacity 12 Pcs GE-405A Graduated Cylinder Plastic, 1000 ml capacity 1 Pc GE-801 Scoop Cast Alumunium 1 Pc GE-871 Trowel Pointed Type 1 Pc GE-890 Straight Edge 300 mm length 1 Pc Dimension (l x w x h) : 110 x 70 x 70 cm Gross Weight : 200 kg



Electrical Loading Machine



Electric, 220 V-AC, 1/2 HP, 1 Set 1 Phase, speed 0.05"/min reversing switch, 10.000 lbs capacity RS-362 CBR Mold Machined steel, 6" i.d, 7" 3 Pcs weight, 2" height of collar RS-363 Spacer Dish Machined steel, 5 15/16" 1 Pc dia., 2.416" height RS-364 Cutting Edge Machined steel, sharp edge 1 Pc RS-365 Circular Surcharge Machined steel, 5 7/8" o.d., 3 Pcs Weight 2 1/8" i.d, 5 lbs weight RS-366 Slotted Surcharge Weight Machined steel, 5 7/8" o.d., 3 Pcs 2 1/8" slotted width, 5 lbs weight RS-354 Modiﬁed Proctor Machined steel, galvanized, 1 Pc Hammer 2" dia., 18" drop height, 10 lbs weight RS-369 Filter Paper 6" dia., 100 sheet/box 1 Box RG-101.6 Proving Ring 6.000 lbs capacity 1 Set RG-131 Dial Indicator Range 0.01" x 1" 1 Pc RG-303 Square Pan Galvanized steel, 1 Pc 65 x 65 x 7.5 cm RG-390 Thin Box Alumunium, 60 gr capacity 12 Pcs RG-405A Graduated Cylinder Plastic, 1000 ml capacity 1 Pc RG-801 Scoop Cast Alumunium 1 Pc RG-871 Trowel Pointed Type 1 Pc RG-890 Straight Edge 300 mm length 1 Pc Dimension (l x w x h) : 110 x 70 x 120 cm Gross Weight : 200 kg



RS-270 Proving Ring Penetrometer For determining penetration resistance of soil layers



RS-311B Electric Liquid Limit Device ASTM D-4318 AASHTO T-89 Electric, 220 V-AC, brass cup, hard rubber base, provided with counter Dimension (l x w x h) : 40 x 40 x 40 cm Gross Weight : 7 kg



RS-271



Penetration Rod



RS-272



Penetration Cone



RS-310 Liquid Limit Test Set ASTM D-4318 AASHTO T-89 For determining liquit limit of soil sample RS-311



Liquid Limit Device



RS-312 RS-313



Hand operated, brass cup, 1 Set hard rubber base Machined steel, head gauge 1 Pc Brass plate 1 Pc



RG-402 RG-501 RG-820 RG-825



Alumunium, 60 gr capacity 12 Pcs Galss, 10 mm thick, 1 Pc 30 x 30 cm 100 ml capacity 1 Pc 12 cm dia., 250 ml capacity 1 Pc 150 mm blade 1 Pc 100 mm blade 1 Pc



ASTM Grooving Tool Cassagrande Grooving Tool RG-390 Thin Box RG-396 Glass Plate Graduated Cylinder Porcelain Dish Spatula Scraper



RS-273 Holder RS-274 Carrying Case RG-101.1 Proving Ring RG-730A Open End Wrench



Round bar, 3/4" dia., 51.5 cm 2 Pcs /49 cm length with 5 cm increment lines. Machined steel, hardened, 2 Pcs plated, 1 sq. in cross section area, 30oangle Alumunium handle 1 Pc Wooden case 1 Pc 100 kg capacity 1 Set Vanadium steel 2 Pcs



Dimension (l x w x h) : 65 x 35 x 20 cm Gross Weight : 10 kg



Dimension (l x w x h) : 40 x 40 x 40 cm Gross Weight : 10 kg
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SOIL equipment



RS-145 Electric Sample Extruder



RS-140 Sample Extruder



RS-400 Sand Cone Test Set



For extruding soil speciment from 68 mm sampling tube, welded steel, electric, 220 Volt, 750 Watt, 1 phase, Supplied without sampling tube



For extruding soil speciment from 68 mm sampling tube, welded steel, screw type. Supplied without sampling tube



ASTM D-1556 AASHTO T-191 For determining the density of compacted soil in place



Dimension (l x w x h) Gross Weight



Dimension (l x w x h) Gross Weight



RS-401 RS-402



Sand Cone Bottle Sand Cone Funnel



RS-403 RS-404



Base Plate Graduated Sand



RG-380 RG-801 RG-861 RG-871 RG-880 RG-900



Sample Can Round Scoop Spoon Trowel Chisel Rubber Mallet



: 40 x 50 x 130 cm : 60 kg



: 125 x 15 x 25 cm : 45 kg



Plastic, 4 ltr cap. approx. Seamless metal, turning stoper, 6 1/2" dia. bottom, 1/2" neck dia. Cast alumunium, 12" x 12" Uncemented sand, passing #10, retained #60, 25 kg capacity Round can, tinned metal Cast alumunium Stainless steel Pointed type Hardened type Wooden handle



1 Pc 1 Pc



1 Pc 1 Zak



6 Pcs 1 Pc 1 Pc 1 Pc 1 Pc 1 Pc



Dimension (l x w x h) : 70 x 70 x 50 cm Gross Weight : 50 kg



RS-700 Electric Hidraulic Ducth Cone Penetrometer



RS-340 Speciﬁc Gravity (Heating Method)



RS-340A Speciﬁc Gravity (Vacuum Method)



Electric Hidraulic Ducth Cone Penetrometer 10 TON



ASTM D-854 AASHTO T-100 For determining speciﬁc gravity of soil sample



ASTM D-854 AASHTO T-100 For determining speciﬁc gravity of soil sample



The penetrometer can also be supplied in trailer mounted version or for installation in a sounding truck. The penetrometer 100 kN-TW, having a separate driving appliance and power unit, botj on a moveable frame for easy transport on the site, ensure a very convenient operation for a wide range of insitu investigation test. Characteristics : Max. driving capacity : 100 kN Max. pulling capacity : 140 kN Stroke of cylinder : 1175 mm Sounding speed : 2 cm/sec. Unloaded speeds : Upward : 12,5 cm/sec. Downwards : 12,5 cm/sec.



RG-191 RG-237 RG-363 RG-441 RG-473 RG-521 RG-601



Hot Plate Asbestos Wire Gauze Mixing Bowl Density Bottle Funnel Wash Bottle Thermometer



Dimension (l x w x h) : 40 x 40 x 40 cm Gross Weight : 10 kg



Electric, 220 V 15 cm x 15 cm Stainless steel, 250 mm dia 100 ml capacity Glass 250 ml capacity Range 0 - 100oC



1 Pc 1 Pc 1 Pc 3 Pcs 1 Pc 1 Pc 1 Pc



RS-341



Vacuum Stand



RG-363 RG-404 RG-412A RG-473 RG-521 RG-530 RG-600 RG-679 RG-680



Mixing Bowl Graduated Cylinder Volumetric Flask Funnel Wash Bottle Pipette Thermometer Vacuum Manometer Vacuum Pump



Wooden base, steel pipe column, 2 valves Stainless steel, 250 mm dia. 500 ml capacity 500 ml capacity, vacuum Glass, wide mouth 250 ml capacity Glass, 5 ml capacity Range 0 - 50oC 4" dia., 0-76 cn HG Rotary pump



1 Set 1 Pc 1 Pc 2 Pcs 1 Pc 1 Pc 1 Pc 1 Pc 1 Pc 1 Pc



Dimension (l x w x h) : 70 x 70 x 70 cm Gross Weight : 45 kg



Consist of : Hydraulic Driving Appliance 1 unit Engine/pump 8 kw petrol engine 1 unit Flexible hoses 1 set Control unit 1 set Anchoring tickets 4 pcs Sounding tubes 36/16 mm dia x 1000 mm, including pressure rod 25 pcs Tool box containing : Pressure gauges 0-16 x 100N 2 pcs Pressure gauges 0-120 x 100N 2 pcs Automatic safety valve 1 pc Jacket cones 2 pcs Friction jacket cones 2 pcs Friction reducer 1 pc Spares for petrol engine 1 pc Spares for hydraulic engine 1 pc Set of service tools 1 pc
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SOIL equipment



RS-340B Speciﬁc Gravity (Vacuum Method)



RS-430 Speedy Moisture Tester



RS-130A Standard Penetration Test



ASTM D-854 AASHTO T-100 For determining speciﬁc gravity of soil/aggregate sample



AASHTO T-217 For determining the moisture content of soil by means of calcium carbide gas pressure meter



ASTM D-1586 AASHTO T-206 For driving a split barrel sampler to obtain a representative soil sample and measure the soil resistance to penetration



RS-432



Speedy Gauge



RS-131



RS-434



Brass beam



RS-435 RS-436 RS-437 RS-438 RS-439



Calcium Carbide Measuring Spoon Crushing Ball Cleaning Brush Carrying Case



RS-341



Vacuum Stand



RG-363 RG-404 RG-412A RG-473 RG-521 RG-530 RG-600 RG-679 RG-680



Mixing Bowl Graduated Cylinder Volumetric Flask Funnel Wash Bottle Pipette Thermometer Vacuum Manometer Vacuum Pump



Dimension (l x w x h) Gross Weight



Plastic hose with rubber bung, 1 valve Stainless steel, 250 mm dia. 500 ml capacity 500 ml capacity, vacuum Glass, wide mouth 250 ml capacity Glass, 5 ml capacity Range 0 - 50oC 4" dia., 0-76 cn HG Rotary pump



1 Set 1 Pc 1 Pc 2 Pcs 1 Pc 1 Pc 1 Pc 1 Pc 1 Pc 1 Pc



: 60 x 60 x 60 cm : 40 kg



Dimension (l x w x h) Gross Weight



M/C range 0-20 %, sens.: 1 Pc 0.2%, smple weight 20 gr Cast alumunikum frame, 10 gr 1 Pc counter balance Seamless metal, turning stoper, 6 1/2" dia. bottom, 1/2" neck dia. Calcium Carbide 1 Can Cast alumunium 1 Pc Steel ball 2 Pcs Wooden / plastic holder 1 Pc Wooden Case with handle 1 Pc



: 45 x 45 x 30 cm : 15 kg



Split Barrel



RS-132 RS-133



Sampling Rod Drive Weight Assembly Consist of : RS-133.1 Hammer RS-133.2 Anvil RS-133.3 Guide Rod RS-134 Tripod Assembly Consist of : RS-134.1 Tripod Stand RS-134.2 Pulley RS-134.3 Rope RS-137 Vertical Guide RG-739 Pipe Wrench



Sampler Herdened machined 1 Set steel, 1 3/8" i.d., 18" length Steel pipe, 1.5 m length 20 Pcs



Steel, 63.5 kg weight Machined Steel Steel, 76.2 cm drop height



1 Pc 1 Pc 1 Pc



Steel pipe 20 cm dia 3/4" dia x 15 mtr Machined Steel 24" length



1 Pc 1 Pc 1 Rol 1 Pc 2 Pcs



Dimension (l x w x h) : 330 x 60 x 60 cm Gross Weight : 445 kg



RS-600 TRIAXIAL TEST SET digital reading pore pressure



RS-280 TVA Penemometer



TRIAXIAL TEST SET



Widely used in analyzing soil surface RS-281 Penetration Rod and Chamber Consist of : RS-281.1 Penetration Rod RS-281.2 Hiydraulic Chamber RS-282 Penetration Needle



Triaxial Compression machine (1 set) CD or UU & CU, capacity 300 kgf, loading speed 0.00 to 3.00 mm per minute, cell (speciment) size 35mm and 50mm maximum, Control power on-off switch, fast advanced selector swith. Variable speed, hand-operated and motorized operated with electric consumption 220V AC/ 200 W



RS-283 Holder RS-284 TVA Manometer RS-285 Carrying Case RG-730A Open End Wrench Dimension (l x w x h) : 70 x 70 x 70 cm Gross Weight : 12 kg



RS-500A Unconﬁned Compression Machine ASTM D-2166 AASHTO T-208 For determining stress strain relationship of cohesive soil without conﬁning pressure



Steel pipe, 65 cm length with hydraulic chamber Round bar, 40 cm length Machine steel, 100 kg cap. Machine steel, hardened, tip 0.5, 1.0, 2.0, 3.0, sq. cm. Cross section area Alumunium handle 100 kg capacity Wooden case Vanadium steel



2 Pcs 1 Pc 1 Set



1 Pc 1 Pc 1 Pc 2 Pcs



Unconﬁned Compression 220 V-AC, 200 W, variable 1 Set Machine Electric, speed, adjustable height Sample Tubes Consist of : RS-502.1 Sample Tubes 35.0 mm x 70 mm height 1 Pc RS-502.2 Sample Tubes 47.5 mm x 95 mm height 1 Pc RS-502.3 Sample Tubes 70.0 mm x 140 mm height 1 Pc RS-503 Split Sample Tubes Consist of : RS-503.1 Split Sample Tubes 35.0 mm x 70 mm height 1 Pc RS-503.2 Split Sample Tubes 47.5 mm x 95 mm height 1 Pc RS-503.3 Split Sample Tubes 70.0 mm x 140 mm height 1 Pc RS-504 Extruder Consist of : RS-504.1 Extruder 34.5 mm x 71 mm height 1 Pc RS-504.2 Extruder 47.0 mm x 96 mm height 1 Pc RS-504.3 Extruder 69.5 mm x 141 mm height 1 Pc RS-505 Trimmer Steel frame, 3 tubes size 1 Set RG-101.1 Proving Ring 100 kg capacity 1 Set RG-137 Dial Indicator Range 30 mm x 0.01 mm 1 Pc RG-390 Thin Box Alumunium, 60 gr capacity 12 Pcs RG-840 Wire Saw 10 cm length approx. 1 Pc RS-501A RS-502



Dimension (l x w x h) : 80 x 40 x 40 cm Gross Weight : 50 kg
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SOIL equipment



RS-200 Dutch Cone Penetrometer



RS-210 Dutch Cone Penetrometer



ASTM D-3441 For determining cone resistance and friction resistance of soil layers



ASTM D-3441 For determining cone resistance and friction resistance of soil layers



RS-201



Press-in Apparatus



RS-202A



Sounding Rod



RS-203



Plunger Rod



RS-204



RS-205.1



Adaptor Consist of : Push Adaptor Pull Adaptor Spiral Anchor Consist of : Spiral Anchor



RS-205.2 RS-206A



Handle and T-piece Mantel cone



RS-207A



Friction cone



RS-208



Wrenches Set



RS-209



Fasten Press Consist of : Long Fasten Press Short Fasten Press Manometer Manometer



RS-204.1 RS-204.2 RS-205



RS-209.1 RS-209.2 RG-671 RG-673



Dimension (l x w x h) : 220 x 120 x 80 cm Gross Weight : 500 kg
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Steel construction, manually 1 Set operated 2,5 tons capacity Machined steel, 36 mm o.d., 20 Pcs 1 mtr effective length, tappered thread Round bar, 15 mm dia, 20 Pcs 1 mtr length



Machined steel Machined steel



1 Pc 1 Pc



RS-211



Press-in Apparatus



RS-202A



Sounding Rod



RS-203



Plunger Rod



RS-204



RS-205.1



Adaptor Consist of : Push Adaptor Pull Adaptor Spiral Anchor Consist of : Spiral Anchor



RS-205.2 RS-206A



Handle and T-piece Mantel cone



RS-207A



Friction cone



RS-208



Wrenches Set



RS-204.1 RS-204.2 RS-205



Machined steel, elded 4 Pcs 1.5 mtr length Machined steel, welded 1 Set Precision machined steel, 1 Pc hardened, tappered thread, 60o angle, 35.7 mm dia. Precision machined steel, hardened, with friction jacket, tappered thread, 60o angle, 35.7 mm dia. Pile wrench (2), adjustable 1 Set wrench (1), spanner wrench (1), allen key (1), screw driver (1), oil can (1), steel brush (1), piston wrench (1), seals tape (2), oil seals (2), steel box (1) Beam Cannal



RS-209



1.5 mtr length, 8 cm width 1 mtr length, 12 cm width 60 kg/cm2 capacity 250 kg/cm2 capacity



RS-209.1 RS-209.2 RG-671 RG-673



2 Pcs 2 Pcs 1 Pc 1 Pc



Steel construction, manually 1 Set operated 5 tons capacity. Machined steel, 36 mm o.d., 20 Pcs 1 mtr effective length, tappered thread Round bar, 15 mm dia, 20 Pcs 1 mtr length.



Machined steel Machined steel



1 Pc 1 Pc



Machined steel, elded 4 Pcs 1.5 mtr length Machined steel, welded 1 Set Precision machined steel, 1 Pc hardened, tappered thread, 60o angle, 35.7 mm dia. Precision machined steel, hardened, with friction jacket, tappered thread, 60o angle, 35.7 mm dia. Pile wrench (2), adjustable 1 Set wrench (1), spanner wrench (1), allen key (1), screw driver (1), oil can (1), steel brush (1), piston wrench (1), seals tape (2), oil seals (2), steel box (1) Beam Cannal



Fasten Press Consist of : Long Fasten Press Short Fasten Press Manometer Manometer



1.5 mtr length, 8 cm width 1 mtr length, 12 cm width 60 kg/cm2 capacity 500 kg/cm2 capacity



2 Pcs 2 Pcs 1 Pc 1 Pc



Dimension (l x w x h) : 220 x 120 x 80 cm Gross Weight : 500 kg
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AGGREGATE equipment



RA-800 Bulk Density Test Set



RA-750 Aggregate Impact Test



RA-200 Brass Round Sieve



ASTM C-29 AASHTO T-19 For determining bulk density of ﬁne, coarse or mix aggregate



BS-812 For determining the aggregate impact value and resistance of aggregate to sudden shock or impact.



For determining grain size distribution of soil particles or sand / gravel. Brass frame 8" dia



RC-410



Vibrating Table



RA-801



Container



RA-802



Container



RA-803



Container



RA-8041



Container



Variable speed up to 3600 rpm, separate control box, 50 x 50 cm table. Machined steel, galvanized, 3 ltr capacity. Machined steel, galvanized, 10 ltr capacity. Machined steel, galvanized, 15 ltr capacity. Machined steel, galvanized, 30 ltr capacity.



1 Set RA-751



Impact Machine



1 Pc RA-752



Cylindrical Measure



RA-753



Tamping Rod



1 Pc 1 Pc 1 Pc



Heavy duty construction, safety locking bar, built in counter Machine steel, 75 mm dia., 50 mm deep. Galvanized steel, 3/8" dia., 8" length



1 Set



1 Pc 2 Pcs



Dimension (l x w x h) : 50 x 30 x 90 cm Gross Weight : 80 kg



Dimension (l x w x h) : 60 x 60 x 100 cm Gross Weight : 150 kg



RA-200 RA-201 RA-202 RA-203 RA-204 RA-205 RA-206 RA-207 RA-208 RA-209 RA-210 RA-211 RA-212 RA-213 RA-214 RA-215 RA-216 RA-218 RA-222 RA-223 RA-224 RA-226 RA-228 RA-230 RA-232 RA-234 RA-235 RA-236 RA-237 RA-238 RA-239 RA-240 RA-241 RA-242 RA-250



Sieve 4" Sieve 3 1/2" Sieve 3" Sieve 2 1/2" Sieve 2" Sieve 1 3/4" Sieve 1 1/2" Sieve 1 1/4" Sieve 1" Sieve 7/8" Sieve 3/4" Sieve 5/8" Sieve 1/2" Sieve 7/16" Sieve 3/8" Sieve 5/16" Sieve 1/4" Sieve # 4 Sieve # 8 Sieve # 10 Sieve # 12 Sieve # 16 Sieve # 20 Sieve # 30 Sieve # 40 Sieve # 50 Sieve # 60 Sieve # 70 Sieve # 80 Sieve # 100 Sieve # 120 Sieve # 140 Sieve # 170 Sieve # 200 Pand & Cover



Mesh 101.6 opening Mesh 88.9 mm opening Mesh 76.2 mm opening Mesh 62.5 mm opening Mesh 50.8 mm opening Mesh 44.4 mm opening Mesh 38.1 mm opening Mesh 31.7 mm opening Mesh 25.4 mm opening Mesh 22.2 mm opening Mesh 19.0 mm opening Mesh 15.8 mm opening Mesh 12.7 mm opening Mesh 11.1 mm opening Mesh 9.5 mm opening Mesh 7.9 mm opening Mesh 6.3 mm opening Mesh 4.75 mm opening Mesh 2.36 mm opening Mesh 2.00 mm opening Mesh 1.70 mm opening Mesh 1.18 mm opening Mesh 0.850 mm opening Mesh 0.600 mm opening Mesh 0.425 mm opening Mesh 0.300 mm opening Mesh 0.250 mm opening Mesh 0.212 mm opening Mesh 0.180 mm opening Mesh 0.150 mm opening Mesh 0.125 mm opening Mesh 0.106 mm opening Mesh 0.090 mm opening Mesh 0.075 mm opening



Dimension (l x w x h) : 22 x 22 x 6.5 cm Gross Weight : 0.75 kg



RA-170 Length Gauge



RA-111 Gilson Sample Splitter



BS-812 For rapid measuring the length of aggregates. Hard wood base, steel base plate, distance: 89.0, 62.86, 39.9, 28.5, 20.1, 14.2 mm



Painted plate frame, alumunium chute, variable chute width, 1/2" increment (1/2", 1", 1 1/2", 2", etc), supplied with pans.



Dimension (l x w x h) : 50 x 12 x 18 cm Gross Weight : 5 kg
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Dimension (l x w x h) : 110 x 50 x 50 cm Gross Weight : 65 kg
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AGGREGATE equipment



RA-700 Los Angeles Abrassion Machine



RA-910 Organic Impurities Test Set



RA-122 Precission Sample Splitter



ASTM C-131 AASHTO T-96 For measuring degradation of mineral aggregates from abrassion, impact and grinding.



ASTM C-40 AASHTO T-21 For an approximate determination of organic compound in sand



Stainless steel, chute width 1/4" x 32 holes, supplied complete with scoop and pans



RA-911



Glass Bottle



Dimension (l x w x h) Gross Weight



RA-912



Stock Solution



RA-913



Standard Colour Chart



RA-701



Los Angeles Abrassion Machine Frame Drum



Automatic Counter



Power



RA-702 RA-703



Drum Speed Steel Ball Catching Pan



Dimension (l x w x h) Gross Weight



1 Set Welded steel frame, 8 and 12 cm (steel proﬁle) 1/2" thick steel plate 28" inner diameter 20" inner width Digital, module system for easy maintenance Panel button: ON-OFF-RUNSTOP-JOG-RESET-500-1000 Electromotor, dual voltage 110-220 V, 750 Watt, 1 Phase, Heavy duty speed reducer 30-33 RPM Steel 1 7/8" diameter 12 Pcs Galvanized steel 1 Pc



Dimension (l x w x h) Gross Weight



350 ml cap., graduated glass 1 Pc with stoper Sodium hydroxide solution 1 Btl (NaOH), 1 litre 1 Pc 5 Standard colour



: 50 x 50 x 50 cm : 10 kg



: 25 x 25 x 25 cm : 8 kg



: 120 x 100 x 150 cm : 450 kg



RA-104 Sample Splitter



RA-600 Sand Equivalent Test Set



RA-515 Sieve Shaker



For deviding dry material such as gravel and sand



ASTM D-2419 AASHTO T-176 For indicating relative proportion of clay like material and ﬁne dust in granular soil or graded aggregate



Electric, 220 V-AC, 200 Watt, steel base, cast alumunium pulley, 8" sieve dia., 8 sieve capacity, supplied without sieve/pan & cover



RA-100



Sample Splitter



RA-101



Sample Splitter



RA-102



Sample Splitter



RA-103



Sample Splitter



RA-104



Sample Splitter



RA-105



Sample Splitter



RA-106



Sample Splitter



Stainless steel, chute width 1/2", 12 holes, supplied complete with scoop and pans Stainless steel, chute width 3/2", 12 holes, supplied complete with scoop and pans Stainless steel, chute width 1", 12 holes, supplied complete with scoop and pans Stainless steel, chute width 1-1/2", 8 holes, supplied complete with scoop and pans Stainless steel, chute width 2", 8 holes, supplied complete with scoop and pans Stainless steel, chute width 2-1/2", 8 holes, supplied complete with scoop and pans Stainless steel, chute width 3", 8 holes, supplied complete with scoop and pans



RA-601



Graduated Cylinder



RA-602



Stoper Assembly



RA-603



Weight Foot Assembly



RA-604



Stock Solution



RA-605 RG-390 RG-470



Carrying Case Thin Box Funnel



Transparent ﬁbre glass, 1 1/4" i.d, 1 1/2" o.d 17" height, with scale. Rubber Stoper, irrigation tube, hose, sypon. Machine steel, galvanized, 1000 gr weight, sand reading indicator. Calcium cloride, glyserin and formaldehyde solution. Supplied in a plastic container (1 ltr). Wooden case with handle Alumunium 60 gr capacity Plastic, narrow mouth



2 Pcs



Dimension (l x w x h) : 50 x 50 x 100 cm Gross Weight : 55 kg



1 Set 1 Set



1 Btl



1 Pc 2 Pcs 1 Pc



Dimension (l x w x h) : 70 x 50 x 20 cm Gross Weight : 20 kg



Dimension (l x w x h) : 50 x 50 x 50 cm Gross Weight : 10 kg
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AGGREGATE equipment



RA-510 Sieve Shaker Hand operated, steel box, cast alumunium pulley, 8" sieve dia., 8 sieve capacity, supplied without sieve/pan & cover. Dimension (l x w x h) : 50 x 50 x 100 cm Gross Weight : 50 kg



RA-825 Speciﬁc Gravity & Absorption of Coarse Aggregate Test Set ASTM C-127 AASHTO T-85 For determining speciﬁc gravity and water absorption of coarse aggregate RA-825



Dunagan Balance Consist of : RA-826.1 Mounting Table RA-826.2 Water Container RG-157 RA-822



Heavy Duty Solution Balance Sample Basket



Dimension (l x w x h) : 85 x 50 x 130 cm Gross Weight : 60 kg



Welded steel table, elevated 1 Set container support. Galvanized container, 1 Pc 20 ltr capacity. 20 kg capacity, 1 gr sensitivity 1 Set supplied complete with weights. # 8 mesh, 200 mm dia., 1 Pc 200 mm height.



RA-400 Wooden Sieve For determining grain size distribution of soil particles or sand / gravel. Stainless steel frame 8" dia. RA-400 RA-401 RA-402 RA-403 RA-404 RA-405 RA-406 RA-407 RA-408 RA-409 RA-410 RA-411 RA-412 RA-413 RA-414 RA-415 RA-416 RA-418



Wooden Sieve 4" Wooden Sieve 3 1/2" Wooden Sieve 3" Wooden Sieve 2 1/2" Wooden Sieve 2" Wooden Sieve 1 3/4" Wooden Sieve 1 1/2" Wooden Sieve 1 1/4" Wooden Sieve 1" Wooden Sieve 7/8" Wooden Sieve 3/4" Wooden Sieve 5/8" Wooden Sieve 1/2" Wooden Sieve 7/16" Wooden Sieve 3/8" Wooden Sieve 5/16" Wooden Sieve 1/4" Wooden Sieve # 4



Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh Mesh



101.6 opening 88.9 mm opening 76.2 mm opening 62.5 mm opening 50.8 mm opening 44.4 mm opening 38.1 mm opening 31.7 mm opening 25.4 mm opening 22.2 mm opening 19.0 mm opening 15.8 mm opening 12.7 mm opening 11.1 mm opening 9.5 mm opening 7.9 mm opening 6.3 mm opening 4.75 mm opening



Dimension (l x w x h) : 22 x 22 x 6.5 cm Gross Weight : 0.75 kg
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ASPHALT equipment



RL-450 Benkleman Beam



RL-300A Centrifuge Extractor Test Set



RL-400A Core Drilling Test Set



For measuring the deﬂection of ﬂexible pavement under the action of moving wheel loads



ASTM D-2172 AASHTO T-164 For determining bitument content in hot mixed paving mixture and pavement sample



For cutting core samples from asphalt, concrete and other material on the road, run ways and structures



RL-451



RL-455 RL-456



Fixed Beam



Tire Gauge Surface Thermometer



Alumunium proﬁle frame, 3 1 Set points adjuster, with vibrator and dial holder. Alumunium strip arm, 1: 2 lever ratio 120 psi capacity 1 Pc Range 30 x 0.01 mm 1 Pc



Dimension (l x w x h) : 244 x 50 x 50 cm Gross Weight : 45 kg



RL-305



Centrifuge Extractor



RL-303



Filter Paper



Electric, 220 V-AC, variable 1 Set speed DC motor up to 3600 rpm, alumunium housing, removable cover and bowl, 1500 gram capacity. Low ash ﬁlter paper 1 Box



Dimension (l x w x h) : 60 x 40 x 60 cm Gross Weight : 50 kg



RL-401



Core Drilling Machine



RL-406 RL-407 RL-408 RL-409



Diamond Bit Sample Tong Breaking Strip Spanner



Cast alumunium frame, 1 Set gasoline engine 7 HP, 4 cycle vertical drilling position: rubber caster, up to 4" dia. bit 4" inner dia. 1 Pc 4" dia. 1 Pc Galvanized steel 1 Pc Steel 42 mm and 32 mm 2 Pcs



Dimension (l x w x h) : 97 x 57 x 150 cm Gross Weight : 145 kg



RL-110A Distilation Of Cutback Asphalts



RL-250 Ductility of Bituminous Materials Test Set



RL-200A Flash and Fire Point by Clevelend Open Cup



ASTM D-70 AASHTO T-228 For determining the speciﬁc gravity of semi-solid bituminous materials, asphalt cement, and soft tar pitches by use of a picnometer



ASTM D-113 AASHTO T-51 For determining ductility of formed asphalt/cement or semi solid bitument by measuring distance of elongation before breaking point when two end of briquet are pulled a part at a apeciﬁc speed and temperature RL-251 Ductility Mold Form sample shape and hold 1 Set end during test, made of brass, provided with base RL-253 Ductility Machine Electric 220 V-AC, stainless 1 Set steel bath, provided with temperature control. Pulling speed: 5 cm/min Travel range: 150 cm



ASTM D-92 AASHTO T-48 For determining ﬂash and ﬁre point by cleveland open cup for petroleum product and other liquids, expect fuel oils and materials having an open ﬂash point below 79 C (173 F) as determined by cleveland open cup tester RL-201 Flash Cup Brass, insulation handle 1 Pc RL-202A Cleveland Electric Electric, 220 V-AC, heating 1 Set speed control RG-648 Thermometer ASTM 11 C, 6 to 400oC 1 Pc



RL-101 RL-102 RG-642



Picnometer Picnometer Thermometer



Dimension (l x w x h) : 20 x 20 x 20 cm Gross Weight : 3 kg



Hubbart type, 24 ml capacity 1 Pc Hubbart type, 25 ml capacity 1 Pc ASTM 63 C, 8-32oC 1 Pc



Dimension (l x w x h) : 100 x 50 x 50 cm Gross Weight : 20 kg



Dimension (l x w x h) : 244 x 80 x 80 cm Gross Weight : 150 kg



9



www.spltsi.com



ASPHALT equipment



RL-200 Flash and Fire Point by Clevelend Open Cup



RL-220A Loss on Heating/Thin-Film Test



RL-320 Marshall Test Set



ASTM D-92 AASHTO T-48 For determining ﬂash and ﬁre point by cleveland open cup for petroleum product and other liquids, expect fuel oils and materials having an open ﬂash point below 79 C (173 F) as determined by cleveland open cup tester



ASTM D-6/D-1754 AASHTO T-47/T-179 For determining the loss in mass (exclusive of water) of asphaltic compounds after heating RL-221 Resolving Shelf Oven Variable temperature oven, cas 1 Set alumunium rotating shelf, 5-6 RPM, external electromotor drive, 220 V-AC, 1400 Watt RG-390 Thin Box 55 mm i.d. approx. 12 Pcs alumunium sheet, seamless RG-643 Thermometer ASTM 13 C, 155 to 170oC 1 Pc



ASTM D-1559 AASHTO T-245 For determining the resistance to plastic ﬂow of cylinder specimen of bituminous paving mixture loaded on the lateral surface by means of the marshall apparatus



Dimension (l x w x h) : 100 x 100 x 100 cm Gross Weight : 45 kg



RL-323



RL-201 RL-202 RL-202.1 RL-202.2 RL-202.3



Flash Cup Cleveland Gas Consist of : Burning Pipe Flash Cup Plate Support



RL-203 RG-230 RG-648



Y-Connector Bunsen Burner Thermometer



Brass, insulation handle



1 Pc



Brass pipe, insulation handle Steel Plate Adjustable height metal, thermometer holder Brass, provided with gas hose Heat resources ASTM 11 C, 6 to 400oC



1 Pc 1 Pc 1 Pc 1 Set 1 Pc 1 Pc



RL-321



RL-322



RL-324



Dimension (l x w x h) : 150 x 30 x 30 cm Gross Weight : 8 kg



RL-326 RL-327 RL-328 RL-329



RG-200



RG-101.6



Compression Machine



Steel frame, electric, 1 Set 220 V-AC, 1/2 HP, 1 Phase, speed:2" per minute Compaction Mold Machined steel, galvanized, 1 Set 4" dia., 3" height, with collar and base plate Stability Mold Cast alumunium, split type 1 Set 4" i.d., 4" wide Compaction Hammer Machined steel, galvanized, 1 Set 10 lbs, hammer weight, 18" drop height Compaction Pedestal Wooden base with 1 Pc steel platen Compaction Mold Holder Machined steel, quick 1 Set clamping system Extruder Steel frame, hydraulic system 1 Set Flow Meter Cast alumunium, clamping 1 Set bolt, with dial indicator 30 x 0.01 mm Water Bath Stainless steel, water heater 1 Set 220 V-AC, thermostat 30-85oC Proving Ring 6000 lbs capacity 1 Set



Dimension (l x w x h) : 67 x 50 x 100 cm Gross Weight : 200 kg



RL-310 Reﬂux Extractor Test Set



RL-470 Mot Straight Edge For measuring the irregulation of road surface both asphalt and concrete pavement RL-471 Mot Straight Alumunium proﬁle, 3 meter length, with handle RL-472 Metric Wedges Variable measurement from 2.5 - 7.5 cm, machine cast alumunium Dimension (l x w x h) Gross Weight



: 350 x 30 x 30 cm : 20 kg



1 Pc 1 Pc



ASTM D-2172 AASHTO T-164 For determining bitument content in hot mixed paving mixture and pavement sample Reﬂux Extractor Consist of : RL-311.1 Glass Jar RL-311.2 Funnel RL-311.3 Condensor RL-312 Hot Plate RL-313 Filter Paper RG-216 Asbestos Wire Gauze



RL-150A Saybolt Viscosimeter ASTM D-88 AASHTO T-72 For determining saybolt viscosity of petroleum products at speciﬁed temperature between 21.1 and 98.8 C



RL-311



Dimension (l x w x h) Gross Weight



: 90 x 50 x 50 cm : 15 kg



Pyrex 6" i.d approx. Two wire mesh screen cone Brass/copper 220 V-AC, 1000/1500 Watt Low ash ﬁlter paper 15 cm x 15 cm



1 Pc 1 Pc 1 Pc 1 Set 1 Box 1 Pc



RL-151



Viscosimeter



RL-154



Viscosimeter Tube



RL-155 RL-156 RL-157 RL-158 RL-159



Tube Wrench Pipet Thermometer Support Flask Funnel



RG-644.1 RG-644.2 RG-644.3 RG-644.4 RG-644.5 RG-644.6



Thermometer Thermometer Thermometer Thermometer Thermometer Thermometer



Stainless steel bath, motor 1 Set stirer, 220 V-AC, Thermostat control panel, 2 tubes capacity Brass, seamless, provided 2 Pcs with tips and tip wrench T-wrench 1 Pc Brass with rubber bulb 1 Pc Alumunium plate 2 Pcs 60 ml capacity 2 Pcs Brass, 60oangle, complete 1 Pc with mesh 100 / mesh 200 ASTM 17 C, 19 to 27oC 2 Pcs ASTM 18 C, 34 to 42oC 2 Pc ASTM 19 C, 49 to 57oC 2 Pcs ASTM 20 C, 57 to 65oC 2 Pc ASTM 21 C, 79 to 87oC 2 Pcs ASTM 22 C, 95 to 103oC 2 Pc



Dimension (l x w x h) : 70 x 70 x 70 cm Gross Weight : 25 kg
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ASPHALT equipment



RL-210A Softening Point Test Set



RL-100A Speciﬁc Gravity of Semi-Solid Bituminous Materials



RL-120 Water Content In Petroleum Products



ASTM D-36 AASHTO T-53 For determining softening point of asphalt and tar using the ring and ball method



ASTM D-70 AASHTO T-228 For determining the speciﬁc gravity of semi-solid bituminous materials, asphalt cement, and soft tar pitches by use of a picnometer



ASTM D-95 AASHTO T-55 For determining water in crude petroleum, tars and products derived from these materials



RL-211 RL-212 RL-213 RL-214 RG-230 RG-237 RG-424 RG-646.1



Shouldered Ring Assembly Standard Ball Flash Support Support Assembly Bunsen Burner Asbestos Wire Gauze Beaker Glass Thermometer



Dimension (l x w x h) : 90 x 30 x 30 cm Gross Weight : 10 kg
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Machined brass, height adjusment Steel ball, 9.52 mm dia. Mesh wire gauze variable height adjustment Metal, provided with thermometer holder Heat resources 15 x 15 cm 1000 ml capacity ASTM 15 C, 2 to 80oC



1 Set 2 Pcs 1 Set 1 Set 1 Pc 1 Pc 1 Pc 1 Pc



RL-101 RL-102 RG-642



Picnometer Picnometer Thermometer



Dimension (l x w x h) : 20 x 20 x 20 cm Gross Weight : 3 kg



Hubbart type, 24 ml capacity Hubbart type, 25 ml capacity ASTM 63 C, 8-32oC



1 Pc 1 Pc 1 Pc



RL-121



Flask



RL-122



Water Trap



RL-123 RL-124



Condenser Support Assembly



RL-125 RG-230 RG-237



Flask Support Bunsen Burner Asbestos Wire Gauze



Heat resistance glass, 500 ml capacity Glass for receiving distilated water Glass, jacketed For holding apparatus assembly Variable height adjustment Heat resource 15 x 15 cm



1 Pc 1 Pc 1 Pc 1 Set 1 Pc 1 Pc 1 Pc



Dimension (l x w x h) : 25 x 25 x 60 cm Gross Weight : 10 kg
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CONCRETE equipment



RC-400 Air Content of Fresh Mixed Concrete



RC-321.4 Compression Machine



RC-317A Concrete Beam Mold



ASTM C-231 AASHTO T-152 For determining the air content of freshly mixed concrete from observation of the change in volume of concrete with a change in pressure



ASTM C-39 For determining compressive strength of concrete cube 15 x 15 x15 cm or concrete cylinder 15 cm dia. x 30 cn height



Cast iron, for forming concrete beam sample



RC-401



Air Entrainment Meter



Frame



Heavy-duty welded steel construction 30 cm (proﬁle steel columns 10 thick botttom and upper plate)



RC-402 RG-801 RG-871 RG-891 RG-900 RG-920 RG-930



Carryng Case Scoop Trowel Straight Edge Rubber Mallet Brush Tamping Rod



Hydraulic System For 1500 kN Cap



Cast iron cylinder,Hard-chromed piston, 230 mm diameter Maximum working pressure 50.000 kPa Overall dimension 300 mm dia. x 320 mm height Single action, gravity return



Hydraulic System For 2000 kN Cap



Cast iron cylinder,Hard-chromed piston, 230 mm diameter Maximum working pressure 50.000 kPa Overall dimension 280 mm dia. x 320 mm height Single action, gravity return



Hydraulic System For 3000 kN Cap



Cast iron cylinder,Hard-chromed piston, 250 mm diameter Maximum working pressure 50.000 kPa Overall dimension 330 mm dia. x 320 mm height Single action, gravity return



5 ltr capacity, 3" maximum 1 Pc agregate size, direct reading 0-10%, manometer, hand pump Wooden box 1 Pc Cast alumunium 1 Pc Pointed type 1 Pc 40 cm length 1 Pc Rubber head, wooden handle 1 Pc Steel wire 1 Pc Machine steel, galvanized 1 Pc 16 mm dia., 600 mm length



Dimension (l x w x h) : 40 x 40 x 100 cm Gross Weight : 20 kg



RC-317A RC-319A



Concrete Beam Mold Concrete Beam Mold



15 x 15 x 60 cm 20 x 20 x 80 cm



Dimension (l x w x h) : 20 x 70 x 20 cm Gross Weight : 40 kg



Hydraulic Pump Hand operated, single action 6.000 ml reservoir capacity Maximum working pressure 50.000 kPa Single action, gravity return Force Gauge



Bourdon tube manometer, 280 mm dial diameter With maximum load pointer. Steel box housing. Calibrated by JNK



Compressive Platen



Upper : 180 x 180 mm, ball seating Lower : 250 mm diameter



Clearance



Horizontal: 290 mm Vertikal : 310 mm



Dimension (l x w x h) : 660 x 600 x 1400 mm Gross Weight : 500 kg



RC-301 Concrete Cylinder Mold RC-325.4 Electric Compression Machine



Cast iron, for forming concrete cylinder sample



ASTM C-39 For determining compressive strength of concrete cube 15 x 15 x15 cm or concrete cylinder 15 cm dia. x 30 cn height



RC-300 RC-301



Frame



Heavy-duty welded steel construction 30 cm (proﬁle steel columns 10 thick botttom and upper plate)



Hydraulic System For 1500 kN Cap



Cast iron cylinder,Hard-chromed piston, 230 mm diameter Maximum working pressure 50.000 kPa Overall dimension 300 mm dia. x 320 mm height Single action, gravity return



Hydraulic System For 2000 kN Cap



Cast iron cylinder,Hard-chromed piston, 230 mm diameter Maximum working pressure 50.000 kPa Overall dimension 280 mm dia. x 320 mm height Single action, gravity return



Hydraulic System For 3000 kN Cap



Cast iron cylinder,Hard-chromed piston, 250 mm diameter Maximum working pressure 50.000 kPa Overall dimension 330 mm dia. x 320 mm height Single action, gravity return



Concrete Cylinder Mold Concrete Cylinder Mold



10 cm dia x 20 cm height 15 cm dia x 30 cm height



Dimension (l x w x h) : 15 x 15 x 25 cm Gross Weight : 12 kg



RC-311 Concrete Cube Mold Cast iron, for forming concrete cube sample RC-311 RC-312



Concrete Cube Mold Concrete Cube Mold



10 x 10 x 10 cm 15 x 15 x 15 cm



Dimension (l x w x h) : 20 x 20 x 15 cm Gross Weight : 14 kg



Hydraulic Pump Electric, 220 V AC, 50-60 HZ, 1000 Watt, 1 PhaseSingle action, variable speed 6.000 ml reservoir capacity Maximum working pressure 50.000 kPa Single action, gravity return Force Gauge



Bourdon tube manometer, 280 mm dial diameter With maximum load pointer. Steel box housing. Calibrated by JNK



Compressive Platen



Upper : 180 x 180 mm, ball seating Lower : 250 mm diameter



Clearance



Horizontal: 290 mm Vertikal : 310 mm



Dimension (l x w x h) : 660 x 600 x 1400 mm Gross Weight : 500 kg
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CONCRETE equipment



RC-550 Concrete Test Hammer



RC-330 Hydraulic Concrete Beam Testing Machine



RC-610 Laboratory Concrete Mixer



ASTM C-805 For rapid quality control of concrete works, with built in pointer scale and graph for various angle



ASTM C-78 For determining the ﬂexural strength of concrete beam by using a simple beam with third point loading. 100 kN cap., hidraulic hand pump, manometer reading, sample size 15 x 15 60 cm, welded steel construction



For mixing trial bathes of concrete for mix design. Approx. 70 ltr cap., 4 mixing blades, welded steel frame, 2 wheels for easy movement, electromotor 1/3 HP, 220 V-AC, 1 Phase Dimension (l x w x h) : 20 x 20 x 30 cm Gross Weight : 30 kg



Dimension (l x w x h) : 15 x 15 x 40 cm Gross Weight : 2 kg



RC-325.4 Electric Compression Machine



RC-470 Vertical Cylinder Capping Set



RC-410 Vibrating Table



ASTM C-143 AASHTO T-119 For determining slump/workability of concrete both in the laboratory and in the ﬁeld



ASTM C-617 Equipment for forming caps on ends of 15 cm diameter concrete cylinder to provide uniform loading surface for compression test



Steel construction 50 x 50 cm table Separated control box, variabel speed up to 3.600 rpm. For compacting aggregate in steel container or concrete sample in cube / cylinder mold



RC-371



Slump Cone



RC-372



Inspection Scale



RC-375



Base Plate



RG-801 RG-871 RG-920 RG-930



Scoop Trowel Brush Tamping Rod



Dimension (l x w x h) : 70 x 70 x 50 cm Gross Weight : 30 kg
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Heavy gauge sheet steel, 4" top dia., 8" bottom dia., 12" height Machine steel, 0-10 cm slump measurement, 1 cm increment Steel sheet, carryng handle, 600 x 600 x 5 mm Cast alumunium Pointed type Steel wire Machine steel, galvanized 16 mm dia., 600 mm length



1 Pc



RC-471



1 Pc



RC-472



1 Pc



RC-473



1 Pc 1 Pc 1 Pc 1 Pc



RC-474



RC-475



Vertical Cylinder Capper Cast alumunium frame, rotating ground table, for 150 mm dia. concrete cylinder Capping Compound Approx. 3 ltr cap, heating Warmer temperature up to 200OC, 220 V-AC Capping Ladle Stainless steel ladle, Wooden handle Cylinder Carrier Double handle, snap clamp, for 150 mm dia., concrete cylinder Capping Compound Powder, approx. 115OC Pouring temperature



1 Pc



Dimension (l x w x h) Gross Weight



: 55 x 55 x 85 cm : 70 kg



1 Pc



1 Pc 1 Pc



25 kg



Dimension (l x w x h) : 100 x 60 x 60 cm Gross Weight : 35 kg
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CEMENT equipment



RE-175 Compression Machine



RE-160 Compressive Strength of Hydraulic Cement Mortar



RE-110 Speciﬁc Gravity of Hydraulic Cement Test



ASTM C-109 For determining compressive strength of cement mortar For sample size 2" x 2" x 2" cube or 2" dia. x 4" height cylinder. Steel frame, 12" dia. force gauge (calibrated). Hand operated hydraulic pump, 250 kN capacity



ASTM C-109 AASHTO T-106 For determining compressive strength of hydraulic cement mortar by using 2" cube speciment



ASTM C-188 AASHTO T-133 For determining speciﬁc gravity of hydraulic cement



Dimension (l x w x h) Gross Weight



RE-161 RE-162



Cement Cube Mold Flow Table Consist of : RE-162.1 Frame



: 50 x 50 x 80 cm : 150 kg



RE-162.2



Flow Mold



RG-713 RC-168



Vernier Caliper Tamper



RG-396



Glass Plate



RG-403 RG-825



Graduated Cylinder Scraper



Cast iron, 3 gang, 2" x 2" Hand Operated



1 Pc



Welded steel, brass table, 10" dia., 0.3" thick, 1/2" drop Brass, base 101.6 mm dia., top 69.85 mm dia., top 69.85 mm dia., height 50.8 mm 300 mm capacity Plastic, 1/2" x 1" face, 6" strength Glass, 10 mm thick, 30 x 30 cm 250 ml capacity Plastic handle



1 Pc 1 Pc



1 Pc 1 Pc



RE-111



Le Chatelier Flask



RE-112 RG-473 RG-521 RG-530 RG-600 RG-820 RG-922



Kerosene Funnel Wash Bottle Pipette Thermometer Spatula Soft Brush



Dimension (l x w x h) Gross Weight



250 ml cap., the neck graduated 0-1 ml and 15-24 ml Deaired kerosene Glass, narrow mouth Plastic, 250 ml capacity Glass, 5 ml capacity Glass, 0-50OC 150 mm blade length Round type



1 Pc



1 Ltr 1 Pc 1 Pc 1 Pc 1 Pc 1 Pc 1 Pc



: 20 x 20 x 30 cm : 8 kg



1 Pc 1 Pc 1 Pc



Dimension (l x w x h) : 60 x 60 x 60 cm Gross Weight : 50 kg



RE-120 Time of Setting of Hydraulic Cement by Vicat Needle ASTM C-187/C-191 AASHTO T-129/T-133 For determining normal consistency and time of setting of hydraulic cement RE-121



Vicat Apparatus



RE-123



Initial Needle



RE-124 Final Needle RE-125



Conical Ring



RE-126



Glass Plate



Cast alumunium frame, stainless steel rod 10 mm dia. 300 gr. weight with needle, 0-50 mm scale 1 Pc Steel needle, 1 mm dia., with footing, brass thread Steel needle, 1 mm dia., brass thread Mold 70 mm base dia., 60 mm top dia., 40 mm height Glass, 10 mm thich, 12 x 12 cm



1 Pc



1 Pc 1 Pc 1 Pc 1 Pc



Dimension (l x w x h) : 60 x 30 x 30 cm Gross Weight : 8 kg
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GENERAL equipment



Cent O-GRAM BALANCE RG-150 RG-151



Cent O-Gram Balance Cent O-Gram Balance



Triple Beam Balance RG-152 Triple Beam Balance RG-153



Dial O-Gram Balance



311 gr capacity 0.01 sensitivity 311 gr capacity 0.01 sensitivity with dial type adjustment 2.610 gr capacity 0.1 sensitivity Supplied complete with weights 2.610 gr capacity 0.1 sensitivity with dial type adjustment Supplied complete with weights



RG-157 Heavy Duty Solution Balance 20 kg capacity, 1 gr sensitivity. Supplied complete with weights RG-159 Platform Scale 50 kg capacity, 10 gr sensitivity, dial type Digital Balance RG-160 Digital Balance Capacity310x0.001 gr RG-161 Digital Balance Capacity6100x0.100 gr



Cooling System, Butae Field Heater, Bunsen Burner, Statif, Tripod Stand, Asbestos Wire Gauze RG-203 Cooling System Electric, 220 V-AC. Supplied complete with water tank RG-222 Butae Field Heater Ideal for ﬁeld or laboratory use. LPG consumption, single burner, supplied complete with LPG tank RG-230 Bunsen Burner LPG consumption, complete with ﬁting base and air consumption control RG-233 Statif Painted rectaangular iron base, vertical round rod RG-235 Tripod Stand Painted iron, circular top, 15 cm dia. approx RG-237 Asbestos Wire Gauze Asbestos centre, 15 x 15 cm RG-239 Glass Clamp Cast alumunium with adjustable opening



Drying Oven, Hot Plate, Water Bath



Enlenmeyer Flask, Vacuum Flask, Density Bottle



Oven (Memmert) Universal oven, double walled metal shield. temperature range from room temperature t0 200oC



Enlenmeyer Flask Glass made, provided with scale RG-430 Enlenmeyer Flask 125 ml capacity RG-431 Enlenmeyer Flask 250 ml capacity RG-432 Enlenmeyer Flask 500 ml capacity RG-433 Enlenmeyer Flask 1000 ml capacity RG-434 Enlenmeyer Flask 2000 ml capacity Vacuum Flask Thick glass with side tabulation for vacuum hose, provided with scale RG-430A Vacuum Flask 125 ml capacity RG-431A Vacuum Flask 250 ml capacity RG-432A Vacuum Flask 500 ml capacity RG-433A Vacuum Flask 1000 ml capacity RG-434A Vacuum Flask 2000 ml capacity Density Bottle RG-440 Density Bottle 50 ml capacity RG-441 Density Bottle 100 ml capacity



RG-171



Drying Oven



RG-172



Drying Oven



RG-173



Drying Oven



RG-174



Drying Oven



RG-175



Drying Oven



RG-176



Drying Oven



RG-177



Drying Oven



RG-178



Drying Oven



Hot Plate RG-191 Hot Plate RG-192



Hot Plate



14 ltr capacity, internal dimension (l x w x h) 320 x 240 x 175 mm 32 ltr capacity, internal dimension (l x w x h) 400 x 320 x 250 mm 39 ltr capacity, internal dimension (l x w x h) 480 x 320 x 250 mm 53 ltr capacity, internal dimension (l x w x h) 400 x 400 x 330 mm 108 ltr capacity, internal dimension (l x w x h) 560 x 480 x 400 mm 256 ltr capacity, internal dimension (l x w x h) 800 x 640 x 500 mm 416 ltr capacity, internal dimension (l x w x h) 1040 x 800 x 500 mm 749 ltr capacity, internal dimension (l x w x h) 1040 x 1200 x 600 mm Electric, 1000 Watt, 220 V V Single burner plate Electric, 1500 Watt, 220 V V Double burner plate



RG-200 Water Bath 12 litre capacity, internal bath dimensiion 35 x 27 x 12 cm (l x w x h) Temperature range from room temperature to 70oC (working temperature 60oC
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Dessicator Dessicator Non vacuum type, supplied without silica gel RG-450 Dessicator 21 cm RG-451 Dessicator 24 cm RG-452 Dessicator 30 cm Dessicator Vacuum type, supplied without silica gel. RG-450A Dessicator 21 cm RG-451A Dessicator 24 cm RG-452A Dessicator 30 cm



diameter diameter diameter



diameter diameter diameter



Funnel, Burrete, Evaporating Dish, Mortar and Pestle, Wash Bottle, Pipette, Crucibles Funnel RG-470 Funnel Plastic, narrow mouth RG-471 Funnel Plastic, wide mouth RG-472 Funnel Glass, narrow mouth RG-473 Funnel Glass, wide mouth Burrete Graduated glass, with stopper RG-480 Burrete 21 ml capacity RG-481 Burrete 25 ml capacity RG-482 Burrete 50 ml capacity RG-483 Burrete 100 ml capacity Evaporating Dish heat resistance porcelain RG-500 Evaporating Dish 9 cm dia., 100 ml capacity RG-501 Evaporating Dish 12 cm dia., 250 ml capacity RG-502 Evaporating Dish 15 cm dia., 350 ml capacity RG-503 Evaporating Dish 17 cm dia., 500 ml capacity Mortar and Pestle Thick porcelain dish grinding materials RG-510 Mortar and Pestle 12 cm diameter approx RG-511 Mortar and Pestle 15 cm diameter approx RG-512 Mortar and Pestle 18 cm diameter approx Wash Bottle Plastic bottle, with tubing RG-521 Wash Bottle 250 ml capacity RG-522 Wash Bottle 500 ml capacity RG-523 Wash Bottle 1000 ml capacity Pipette Graduated glass for accurate water leaving in ﬂask RG-530 Pipette 5 ml capacity RG-531 Pipette 10 ml capacity RG-532 Pipette 15 ml capacity
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GENERAL equipment



Square Pan, Rectangular Pan, Round Pan, Mixing Bowl, Sample Can, Thin Box Square Pan Galvanized steel provided with handles on both sides. RG-300 Square Pan 25 x 25 x 5 cm RG-301 Square Pan 40 x 40 x 5 cm RG-302 Square Pan 50 x 50 x 7.5 cm RG-303 Square Pan 65 x 65 x 7.5 cm Rectangular Pan Galvanized steel provided with handles on both sides. RG-320 Rectangular Pan 30 x 20 x 10 RG-321 Rectangular Pan 45 x 30 x 15 RG-322 Rectangular Pan 60 x 40 x 25 RG-323 Rectangular Pan 90 x 60 x 40



cm cm cm cm



RG-352 Round Pan Alumunium sheet, without handle, 25 cm dia. approx. Mixing Bowl Stainless steel, round type RG-360 Mixing Bowl RG-361 Mixing Bowl RG-362 Mixing Bowl RG-363 Mixing Bowl



10 cm diameter 14 cm diameter 20 cm diameter 24 cm diameter



approx. approx. approx. approx.



Proving Ring , Dial Indicator Proving Ring Precision measuring device, high grade steel with plated ﬁnishing 3/4" tapped hole at both end. Supplied complete with dial and calibration chart. RG-101.1 RG-101.2 RG-101.3 RG-101.4 RG-101.5 RG-101.6 RG-101.7



Proving Proving Proving Proving Proving Proving Proving



Dial Indicator RG-130 Dial RG-131 Dial RG-135 Dial RG-136 Dial RG-137 Dial RG-138 Dial



Ring Ring Ring Ring Ring Ring Ring



Indicator Indicator Indicator Indicator Indicator Indicator



100kg capacity 250lbs capacity 500lbs capacity 1.000lbs capacity 2.000lbs capacity 6.000lbs capacity 10.000lbs capacity



0.2 in.x0.0001 in. 1.0 in.x0.0100 in. 10 mmx0.01 mm 20 mmx0.01 mm 30 mmx0.01 mm 50 mmx0.01 mm



RG-140 Dial Holder Chrome plated shaft with simple clamping device. Powerful magnet with on-off switch. Precision ground surface.



RG-380 Sample Can Thinned metal, provided with cap, 3 ltr capacity, 20 cm dia. approx.



Manometer, Vacuum Manometer, Vacuum Pump Manometer For measuring pressure, single pointer RG-670 Manometer RG-671 Manometer RG-672 Manometer RG-673 Manometer RG-674 Manometer RG-675 Manometer RG-676 Manometer RG-677 Manometer



25 kg/cm2 capacity, 6" dia. 60 kg/cm2 capacity, 6" dia. 150 kg/cm2 capacity, 6" dia. 250 kg/cm2 capacity, 6" dia. 300 kg/cm2 capacity, 6" dia. 500 kg/cm2 capacity, 6" dia. 700 kg/cm2 capacity, 6" dia. 100 kg/cm2 capacity, 6" dia.



RG-679 Vacuum Manometer For measuring vacuum condition, 4" dia. 0-76 cm HG. GE-680 Vacuum Pump Rotary type, 220 V-AC, 1/4 HP, 1 Phase, for creating vacuum air.



Graduated Cylinder, Graduated Cylinder, Volumetric Flask, Breaker Glass, Rectangular Pan, Round Pan, Mixing Bowl, Sample Can, Thin Box Graduated Cylinder Glass made, single numbering RG-400 Graduated Cylinder 25 ml capacity RG-401 Graduated Cylinder 50 ml capacity RG-402 Graduated Cylinder 100 ml capacity RG-403 Graduated Cylinder 250 ml capacity RG-404 Graduated Cylinder 500 ml capacity RG-405 Graduated Cylinder 1000 ml capacity Graduated Cylinder Plastic made, single numbering RG-400A Graduated Cylinder 25 ml capacity RG-401A Graduated Cylinder 50 ml capacity RG-402A Graduated Cylinder 100 ml capacity RG-403A Graduated Cylinder 250 ml capacity RG-404A Graduated Cylinder 500 ml capacity RG-405A Graduated Cylinder 1000 ml capacity Volumetric Flask Heat resistance glass RG-410 Volumetric Flask 100 ml capacity RG-411 Volumetric Flask 250 ml capacity RG-412 Volumetric Flask 500 ml capacity RG-413 Volumetric Flask 1000 ml capacity Breaker Glass Glass made, with spout RG-420 Breaker Glass 100 ml capacity RG-421 Breaker Glass 250 ml capacity RG-422 Breaker Glass 600 ml capacity RG-423 Breaker Glass 800 ml capacity RG-424 Breaker Glass 1000 ml capacity Rectangular Pan Galvanized steel provided with handles on both sides. RG-320 Rectangular Pan 30 x 20 x 10 cm RG-321 Rectangular Pan 45 x 30 x 15 cm RG-322 Rectangular Pan 60 x 40 x 25 cm RG-323 Rectangular Pan 90 x 60 x 40 cm RG-352 Round Pan Alumunium sheet, without handle, 25 cm dia. approx Mixing Bowl Stainless steel, round type RG-360 Mixing Bowl 10 cm diameter approx. RG-361 Mixing Bowl 14 cm diameter approx. RG-362 Mixing Bowl 20 cm diameter approx. RG-363 Mixing Bowl 24 cm diameter approx. RG-380 Sample Can Thinned metal, provided with cap, 3 ltr capacity, 20 cm dia. approx. Thin Box Alumunium sheet, provided with cap. RG-390 Thin Box 60 gram capacity RG-391 Thin Box 120 gram capacity



Hydraulic Cylinder, Hydraulic Hand Pump, Hydraulic Electric Pump, Hydraulic Hose Hydraulic Cylinder RG-681 Hydraulic RG-682 Hydraulic RG-683 Hydraulic RG-684 Hydraulic RG-685 Hydraulic



Cylinder Cylinder Cylinder Cylinder Cylinder



Hydraulic Hand Pump RG-690 Hand Pump RG-691 Hand Pump



30 capacity 50 capacity 100 capacity 150 capacity 200 capacity



10.000 psi, single acting 10.000 psi, double acting



Hydraulic Electric Pump Electric, 220 V-AC, 750 Watt, 1 Phase. RG-694 Electric Pump 10.000 psi, single acting RG-695 Electric Pump 10.000 psi, double acting Hydraulic Hose RG-697 Hydraulic Hose RG-698 Hydraulic Hose RG-699 Hydraulic Hose



60 cm length, 10.000 psi 120 cm length, 10.000 psi 180 cm length, 10.000 psi



Separatory Funnel, Filter Funnel Separatory Funnel Glass with stoppet and cap. RG-445 Separatory Funnel Glass, 250 ml capacity RG-446 Separatory Funnel Glass, 500 ml capacity Filter Funnel Porcelain with perforated base for ﬁltering purpose. RG-448 Filter Funnel 125 ml capacity RG-449 Filter Funnel l500 ml capacity
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GENERAL equipment



Wire Saw, GE-8805 Chissel, Straight Edge, Ruler, Gardener's Type Trowel RG-820 Wire Saw For preparing soil sample. RG-8805 Chissel Hard steel, for compact material, 30 cm length approx. Straight Edge Galvanized steel, for leveling samples in molds. RG-890 Straight Edge 30 cm length RG-891 Straight Edge 40 cm length Ruler Stainless steel, double scale. RG-895 Ruler RG-896 Ruler



Tensile Testing Machine JIS K-7113 Particulary designed for tensile test of PVC materials. Speciﬁcation : Tensile Capacity: 500 kg.f Horizontal Clearance: 150 mm Grip Travel: 250 mm Grip System: For ﬂat sample Tensile Speed: 10 + 2 mm/minute Power Consumption: 500 W / 220 V-AC



Thermometer, Dial Thermometer, Pocket Dial Thermometer, ASTM Thermometer (Speciﬁc Gravity / Loss on Heating / Saybolt Viscosimeter / Softening Point / Open Flash) Thermometer Glass, alcohol indicator, 30 cm length. RG-600 Thermometer RG-601 Thermometer RG-602 Thermometer RG-603 Thermometer RG-604 Thermometer RG-605 Thermometer



Range 0 Range 0 Range 0 Range 0 Range 0 Range 0 -



50oC 100oC 150oC 200oC 300oC 360oC



Pocket Dial Thermometer RG-610 Pocket Dial Thermometer Range 0 - 100oC RG611 Pocket Dial Thermometer Range 0 - 200oC RG-612 Pocket Dial Thermometer Range 0 - 250oC



30 cm length 100 cm length



Dial Thermometer Stainless steel sterm and housing. RG-620 Dial Thermometer Range 0 - 100oC RG-621 Dial Thermometer Range 0 - 200oC RG-622 Dial Thermometer Range 0 - 250oC RG-641 ASTM Thermometer (Speciﬁc Gravity) RG-641 Thermometer 12 C, 20 to 102oC



RG-875 Gardener's Type Trowel Wooden / plastic handle.



RG-642 ASTM Thermometer RG-642 Thermometer



63 C, 8 to 32oC



RG-643 ASTM Thermometer (Loss on Heating) RG-643 Thermometer 13 C, 155 to 170oC RG-644 ASTM Thermometer (Saybolt Viscosimeter) RG-644.1 Thermometer 17 C, 19 to 27oC RG-644.2 Thermometer 18 C, 34 to 42oC RG-644.3 Thermometer 19 C, 49 to 57oC RG-644.4 Thermometer 20 C, 57 to 65oC RG-644.5 Thermometer 21 C, 79 to 87oC RG-644.6 Thermometer 22 C, 95 to 103oC RG-646 ASTM Thermometer (Softening Point) RG-646.1 Thermometer 15 C, 2 to 80oC RG-646.2 Thermometer 16 C, 30 to 200oC RG-648 ASTM Thermometer (Open Flash) RG-648 Thermometer 11 C, 6 to 400oC RG-649 ASTM Thermometer (Distilation) RG-649.1 Thermometer 7 C, 2 to 300oC RG-649.2 Thermometer 8 C, 2 to 400oC



Dibble (Tugal)



Rain Gauge



The dibble is used to make a hole in the ground and to grow the seeds faster, such as pea, corn, etc.



Bucket type 100 cm2 mouth area, made of metal sheet, supplied complete with measuring glass with special scale.



Dimension (l x w x h) : 30 x 20 x 100 cm Gross Weight : 5 kg
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