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SPLITTERS



SOLUTIONS FOR YOUR BUSINESS That’s exactly what we do: Offer the best solutions for the Latin American telecommunications market. With physical presence and service throughout the territory, we develop and deliver high technology and quality products and services for several clients in Brazil, Argentina, Bolivia, Ecuador, Peru and Paraguay; plus our office located in Miami-USA. CONNECTION TO SUCCESS



LTC BROADBAND was founded by experienced professionals with over 25 years of experience in the telecommunications market. We are fully inserted and knowledgeable of the Latin American market needs.



Counting with direct representation among major manufacturers in the telecommunications industry, we have a wide choice of products and services that meet the most varied needs.



INNOVATE, REACH THE FUTURE BEFORE OTHERS We are aware to client needs, it moves us to a constant search for innovation. We follow the development of new technologies - always working with the very latest, what keeps us in the forefront of market.



UNDERSTAND TO ATTEND Our mission is always to exceed the expectations of our customers, being a decisive factor for the success of its business, adding value with innovation and the highest quality products. We offer solutions; we do different to make a difference.
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FTTH CABLE



FTTH Fiber Optic Drop Cable



FTTH self-supporting Fiber Optic Cable



The optical fiber unit is positioned in



The optical fiber unit is positioned in



the center with two parallel Fiber



the center with two parallel Fiber



Reinforced Plastic (FRP) or two parallel



Reinforced Plastic (FRP) or two parallel



Steel wire as strength member placed



Steel wire as strength member placed



at two side, the cable is completed



at two side, a additional steel wire as



with a LSZH sheath.



the additional strength member is also applied, then, the cable is completed with a LSZH sheath.



Simple structure , light weight and tensile resistance strenght. Novel-flute design, easily strip and splice, simplify the instalation and maintenance. Low smoke, zero halogen and flame retardant sheath, environmental, safety. 1, 2 and 4 fiber core. Contact us for more specifications.
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Steel Tape layer Loose Tube Outdoor Cable Application: Adopted to Outdoor distribution. Suitable for aerial pipeline laying method. Long distance and local area network communication. Characteristics: FRP strength. filler protect tube fiber. steel tape armord. Good ultra violet radiation resistant property. Good moisture-resistance.



Figure 8 self-supporting cable Application: Adopted to Outdoor distribution. Suitable for aerial installation Long distance and local area network communication. Characteristics: Stainless steel or gaivanized steel self-supporting. Excellet mechanical and environmental performance.



Armored and Sheathed Double Central Loose tube Cab Application: Adopted to Outdoor distribution. Suitable for aerial duct and buried method. Long distance and local area network communication. Characteristics: Steel-wire parallel member. filler protect tube fiber steel tape amored. Excellent mechanical and environmental performance. Compact structure. light weight. Can be installed conveniently and operated simply.



Aluminum Tape layer Loose Tube Outdoor Cable Application: Adopted to Outdoor distribution. Suitable for aerial. pipeline laying method. Long distance and local area network communication. Characteristics: Steel wire strength. filler protect tube fiber. Aluminum tape armord. Good ultra violet radiation resistant property. Good moisture-resistance.



Contact us for more specifications.
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Distribution Loose Tube Optical Cable Application: Adopted to indoor distribution. As pigtail of communication equipment. Suitable for communication equipment served. Suitable for floor connection. Characteristics: Hight strength Kevlar yarn member. More tight buffered design. Round construction. Saft. Easy to strip.



Distribution Tight Buffer Optical Cable Application: Adopted to indoor distribution. As pigtail of communication equipment. Suitable for communication equipment served. Suitable for floor connection. Characteristics: Hight strength kevlar yarn member. More tight buffered design. Round construction. Saft. Easy to strip.



Single-Fiber optical Cable for Indoor Application: Adopted to indoor distribution. As pigtail of communication equipment. Suitable for communication equipment served. Can be installed conveniently and perated simply. Characteristics: Hight strength kevlar yarn member. High quality tight buffered or loose tube. Soft and easy to strip. Round construction.



Duplex Zipcord Indoor Cable Application: Adopted to indoor distribution.. As pigtail of communication equipment. Suitable for communication equipment served. Can be installed conveniently and perated simply. Characteristics: Hight strength kevlar yarn member. High quality tight buffered or loose tube. Soft and easy to strip. Round construction.



Contact us for more specifications.
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PATCH CORDS



Contact us for more specifications.
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PLC SPLITTERS



Planar light wave circuit (PLC) splitter is a type of optical power management device that is fabricated using silica optical



waveguide



technology.



It



features small size, high reliability, wide operating wavelength range and good channel-to-channel uniformity, and is widely used in PON networks to realize optical signal power splitting.



1X2,1X4,1X8,1X12,1X16,1X24,1X32... fiber splitter PLC.



Contact us for more specifications.
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CONNECTORS & ADAPTERS



CONNECTORS Complete line Connectors.



of



Fiber



Optic



Application: Telecomunication CATV LAN (including FITL, FTTH and FTTD) Data Network



ADAPTERS



Application: Telecomunication CATV LAN (including FITL, FTTH and FTTD) Data Network



Fiber optic adapters (also known as bulkheads) are used to join two fiber optic patch cables together. They are available for use with either single mode or multimode patch cables.



Quality, high return loss, low insertion loss. Supplying free samples. Fast delivery Contact us for more specifications.
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W W W . L T C B R O A D B A N D . N E T



SPLICE TRAY Fiber optic splice tray is used in optical distribution frame, terminal box, and splice closures. The compact size 12 and 24 fiber compact splice cassettes designed for simple, cost effective low and mid-sized fiber splicing applications. Each cassette is supplied with splice holders that secure and protect both fusion and mechanical splices; also the top cover is included. Trays are designed to accommodate up to 24 splices and 12 adapters and can be mount in patch panels or directly into distribution cabinets.



Features and Benefits ■ 12-pair fiber optic connection and distribution module ■ Designed for patching and splicing in ODF system ■ Cable storage and splice both in front ■ Longer bending radius for fiber, Easy operation of pigtails ■ Suitable for all kinds of equipment designed according to 19" machine frame standard, and can be easily disposed for particular needs ■ The fusing distribution board of the unit box is double side structure, integrating the fusing and distribution into one unity, suitable for ribbon or non-ribbon optical fiber cable ■ Every board can be clamped with 12FC or SC or LC or ST adaptors which bevel the face side with 30 degrees. That not only ensures the curvature radius of fiber, but also prevents the eyes from highlight



Contact us for more specifications.
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SPLICE TRAY & ODF UNIT



ODF UNIT (Optical Distribution Frame)



Fiber optic distribution frame is suitable for both single core and ribbon fiber cable, especially suitable for indoor optical terminal in optical fiber system.



Features and Benefits ■ The frame adopts front side cable operation, which is good view and save the installation space. ■ Fiber cable inlet, fiber optic distribution adopts the fiber management structure that design is unique splice and distribution of fiber cable and pigtail, movable connection of pigtail and patch cord is finished in the same fiber management tray. ■ The movable connector adopts inclined 25 degree installation structure, which ensures the bend radius of pigtail and patch cord; and can also protect eyes from laser. ■ Reasonable layout makes line clear and protects fiber optic cable. ■ Front panels suitable for FC, SC, ST adapter.



Contact us for more specifications.
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DISTRIBUTION BOXES The equipment is used as a termination point for the feeder cable to connect with drop cable in FTTx communication network system. The fiber splicing, splitting, distribution can be done in this box, and meanwhile it provides solid protection and management for the FTTx network building.



Features: 1. Total enclosed structure. 2. Material: PC+ABS，wet-proof, water-proof, dust-proof, anti-aging, protection level up to IP65. 3. Clamping for feeder cable and drop cable, fiber splicing, fixation, storage, distribution...etc all in one. 4. Cable，pigtails，patch cords are running through own path without disturbing each other, cassette type SC adapt or installation, easy maintenance. 5. Distribution panel can be flipped up, feeder cable can be placed in a cup-joint way, easy for maintenance and installation. 6. Cabinet can be installed by the way of wall-mounted or poled-mounted, suitable for both indoor and outdoor uses.



2,4,6,8,12,24,32,48 Core Fiber Optic Distribution Boxes. Contact us for more specifications.
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DISTRIBUTION BOXES & SPLICE CLOUSURES SLPICE CLOUSURES Sealed Fiber Optic Splice Closures are designed to simplify splice management and maintenance. Intuitive engineering design reduces the installation time and complexity associated with fiber splicing in the field.



Contact us for more specifications.
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OUTDOOR FIBER OPTIC CABINETS (SMC)



Fiber Optic (SMC) cross cabinet is used for connecting trunk and distribution optical fiber cable, it carries out the function of splicing, storage and distribution. It is mainly used in the CATV, telecommunication equipment room and network room.



Contact us for more specifications.
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