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True Photo SuperDry



Sihl Digital Imaging (Datasheet)



Imola Photo Paper PE 240 SA pearl 3670 - 240 g/m² (9.5 mil)



Microporous SuperDry coated, based on a new generation of economy bright white double-sided PE extruded true photo paper. The paper has a permanent adhesive, covered with a silicon release liner and adheres to most clean, flat surfaces.



Applications • High quality photo reproduction •Indoor adverts •Photo-realistic CAD presentations



Advantages • • • • • • • •



Instant dry Brilliant true colours Bright white Excellent contour definition Soft gradients with high resolution Pearl finish with anti-reflection Best buy Adheres to: rigid PVC, forex, glass, dibond, PE-coated cardboard, V2A
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True Photo SuperDry



Sihl Digital Imaging (Datasheet)



Imola Photo Paper PE 240 SA pearl 3670 - 240 g/m² (9.5 mil)



List of Printers Printer Hewlett Packard DJ 5000 (PS) / 5500 (PS) Hewlett Packard DJ 5000 (PS)/ 5500(PS) UV+ Hewlett Packard DJ 2000/2500/2800 3000/3500/3800 CP UV+ Hewlett Packard DJ 800/800PS/ 500/500PS Hewlett Packard DJ 130 Hewlett Packard DesignJet Z 2100 Vivera Pigment Hewlett Packard DesignJet Z 3100 Vivera Pigment Hewlett Packard DesignJet Z 6100 (PS) Vivera Pigment Hewlett Packard DJ L65500 Latex ink Hewlett Packard DJ L25500 / 26500 / 28500 - Latex 260 / 280 Hewlett Packard Designjet Z 6200 Vivera Pigment Hewlett Packard Designjet Z 5200 Hewlett Packard Designjet Z 3200 Vivera Pigment Encad 1000i Quantum Dye ink Epson Stylus Pro 10000 Quick Dry™-Dye ink Epson Stylus Pro 10000 CF ColorFast™-ink Epson Stylus Pro 7000 / 9000 Epson Stylus Pro 7500 / 9500 ColorFast ink Epson Stylus Pro 7600 / 9600 UltraChrome™ Epson Stylus Pro 10600 UltraChrome™ 1440x720dpi Epson Stylus Pro 4000-C8 UltraChrome ink Epson Stylus Pro 4800 UltraChrome K3 Epson Stylus Pro 4880 / 7880/ 9880 / 11880 UltraChrome K3 Vivid Magenta Epson Stylus Pro 7800/ 9800 UltraChrome K3 Epson Stylus Pro 4900 / 7900/ 9900 Ultrachrome HDR Mimaki JV 400 Mutoh Valuejet 1304W / 1304WU / 1604WU / 1638W Seiko SII Colorpainter 64S / 100S / W-54s/W-64s / H2-74s/H2-104s Canon W 6200 / 8200 pigmented ink Canon W 6400 / 8400 pigmented ink Canon iPF 5000 / 8000 / 9000 Canon iPF 5100 / 6100 / 8100 / 9100 Canon iPF 6200 / 8200 Canon iPF 6300 / 6350/ 8300 Last update: 27.09.2012
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Ink Inkjet mit Farbstofftinte Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Farbstoff/ Pigmentschwarz Inkjet mit Farbstofftinte Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit IR- / Latex Tinte Inkjet mit IR- / Latex Tinte Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Farbstofftinte Inkjet mit Farbstofftinte Inkjet mit Pigment Inkjet mit Farbstofftinte Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit IR- / Latex Tinte Inkjet mit Pigment Inkjet mit Eco Solvent Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment Inkjet mit Pigment



Quality Good Good Good Good Good Good Good Good Good Excellent Good Good Good Good Good Good Good Good Good Good Good Good Good Good Good Good Good Excellent Good Good Good Excellent Excellent Excellent



True Photo SuperDry



Sihl Digital Imaging (Datasheet)



Imola Photo Paper PE 240 SA pearl 3670 - 240 g/m² (9.5 mil)



Physical Properties Weight (Total) [gsm] Thickness (total) [microns] Opacity [%] Gloss (60°) [%] Chromaticity (D50 / 2°) Adhesion strength on Forex [N/25mm] Adhesion Strength Glas [N/25mm] Adhesion strength on V2A [N/25mm] Adhesion strength on Dibond [N/25mm] Base



240 240 (9.5 mil) >80 >30 L*94,4,a*2,5b*-11,1 12-18 18-24 30 24-32 Imola Photo Paper PE 170 pearl 3698



ISO 536 ISO 534 ISO 2471 ISO 2813 ISO 13655 FTM 1 (24h) FTM 1 (24h) FTM 1 (24h) FTM 1 (24h)



Recommended use and storage To sustain the quality of Imola Photo Paper, it should be stored and converted under the following conditions: 30-65% relative humidity / temperatures of 10-30 °C. Lamination (hot/cold) is highly recommended to secure a long lasting unchangeable image quality. Over time unprotected dye colours will deteriorate through atmospheric processes (does not apply for pigment colours). The black pigment of HP 5000/5500 UV+ ink does not contain enough binder to allow a full scruff proofing. Using 4- or 3 colour composite black gives a solution to this problem. When using HP Z3100 please set the media caliper in the ´Color Center´ to "thick" and use the gloss optimzer for the best results.



The values provided on this datasheet are only for orientation. Before using our media please check its compatibility for your printer and intended application. Technical specifications are subject to change, therefore we do not take responsibilty for any misprints resulting from techhnically modified inks and/ or printers. 04.06.2012
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