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Solaria PowerXT™ | Residential



Solaria PowerXT™-330R-PX | Solaria PowerXT™-325R-BX Achieving over 19% efficiency, Solaria PowerXT solar modules are one of the highest power modules in the residential solar market. Compared to conventional modules, Solaria PowerXT modules have fewer gaps between the solar cells; this leads to higher power and superior aesthetics. Solaria PowerXT residential modules are manufactured with black backsheet and frames, giving them a striking appearance. Developed in California, Solaria’s patented cell cutting and module assembly form high-density sub-strings, which are packed more efficiently and reduce inactive space between cells. By utilizing a ribbon-less interconnection process, cells are cut and overlaid without soldering, which creates highly reliable sub-string assemblies in a cost effective manner.



Higher Efficiency, Higher Power Solaria PowerXT modules achieve over 19% efficiency; conventional modules achieve 15% – 17% efficiency. Solaria PowerXT modules are one of the highest power modules available.



Lower System Costs Solaria PowerXT modules produce more power per square meter area. This reduces installation costs due to fewer balance of system components.



Improved Shading Tolerance Sub-strings are interconnected in parallel, within each of the four module quadrants, which dramatically lowers the shading losses and boosts energy yield.



Improved Aesthetics Compared to conventional modules, Solaria PowerXT modules have a more uniform appearance and superior aesthetics.



Durability and Reliability Solder-less cell interconnections are highly reliable and designed to far exceed the industry leading 25 year warranty.



About Solaria Established in 2000, The Solaria Corporation has created one of the industry’s most respected IP portfolios, with over 100 patents encompassing materials, processes, applications, products, manufacturing automation and equipment. Headquartered in Fremont, California, Solaria has developed a technology platform that unlocks the potential of solar energy allowing it to be ubiquitous and universally accessed. The Solaria Corporation 6200 Paseo Padre Parkway, Fremont, CA 94555 P: (510) 270-2500 www.solaria.com Product specifications are subject to change without notice. 
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Performance at STC (1000W/m2, 25° C, AM 1.5) Solaria PowerXTMax Power (Pmax) Efficiency Open Circuit Voltage (Voc) Short Circuit Current (Isc) Max Power Voltage (Vmp) Max Power Current (Imp) Power Tolerance



320R-BX 320 [W]



[%] [V] [A] [V] [A] [%]



18.7 44.3 9.36 36.5 8.77 -0/+3



Mechanical Characteristics



325R-BX 325R-PX 325 325



19.0 44.5 9.40 36.7 8.86 -0/+3



19.0 44.3 9.46 36.4 8.93 -0/+3



330R-PX 330



19.3 44.5 9.49 36.6 9.02 -0/+3



Performance at NOCT (800W/m2, 20°C Amb, Wind 1 m/s, AM 1.5) Max Power (Pmax) Open Circuit Voltage (Voc) Short Circuit Current (Isc) Max Power Voltage (Vmp) Max Power Current (Imp)



[W] [V] [A] [V] [A]



235 40.7 7.54 33.2 7.08



239 41.0 7.58 33.4 7.16



239 40.7 7.63 33.1 7.23



Temperature Characteristics NOCT Temp. Coeff. of Pmax Temp. Coeff. of Voc Temp. Coeff. of Isc



243 41.0 7.66 33.3 7.30



Cell Type Dimensions (L x W x H) Weight Glass Type / Thickness Frame Type Cable Type / Length Connector Type Junction Box Front Load (UL 1703) Rear Load (UL 1703)



[ºC] [% / ºC] [% / ºC] [% / ºC]



45 +/-2 -0.40 -0.32 0.05



[ºC] [V] [A] [#]



-40 to +85 1000 15 4



Monocrystalline Silicon 1621mm x 1056mm x 40mm 20 kg / 44 lbs AR Coated, Tempered / 3.2mm Anodized Aluminum 12 AWG PV Wire (UL) / 1000mm Amphenol H4 (MC4 compatible) IP67 / 4 diodes 5400 Pa / 113 psf 3600 Pa / 75 psf



Certifications / Warranty Certifications UL 1703/IEC 61215/IEC 61730/CEC Fire Type (UL 1703) 1 Power & Product Warranty 25 years* *



Design Parameters Operating temperature Max System Voltage Max Fuse Rating Bypass Diodes



Solaria PowerXT™-330R-PX Solaria PowerXT™-325R-BX



Warranty details at www.solaria.com



Packaging Stacking Method Pcs / Pallet Pallet Dims Pallet Weight Pallets / 40-ft Container Pcs / 40-ft Container



Horizontal / Palletized 25 1668 x 1120 x 1254 mm 560 kg / 1235 lbs 28 700



IV Curves vs. Irradiance (330W Module) 1000 W/m2 800 W/m2 600 W/m2 400 W/m2 200 W/m2



Authorized Dealer



The Solaria Corporation 6200 Paseo Padre Parkway, Fremont, CA 94555 P: (510) 270-2500 www.solaria.com Product specifications are subject to change without notice. 
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SOLARIA PowerXT 320R-BX 325R-BX 325R-PX 330R-PX Datasheet.pdf. SOLARIA PowerXT 320R-BX 325R-BX 325R-PX 330R-PX Datasheet.pdf. Open. 
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SOLARIA PowerXT 320R-BX 325R-BX 325R-PX 330R-PX Warranty.pdf 

of a Product defect that is confirmed in accordance with. Section 2 below, Solaria will, as its sole obligation, elect to. either: 1. repair or replace the warranted Product or parts thereof,. or. 2. issue a credit to Customer equal to the depreciate
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... have been reborn. Page 4 of 8. SOLARIA PowerXT 320R-BX 325R-BX 325R-PX 330R-PX Warranty.pdf. SOLARIA PowerXT 320R-BX 325R-BX 325R-PX 330R-PX Warranty.pdf. Open. Extract. Open with. Sign In. Main menu. Displaying SOLARIA PowerXT 320R-BX 325R-BX 32
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Datasheet 

Jun 4, 2013 - Table 91. LQFP64 â€“ 10 x 10 mm 64 pin low-profile quad flat package mechanical data. ..... to-pin, software and feature compatible with the STM32F2xx devices, allowing the user to ...... STMicroelectronics group of companies.
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DS1307 Datasheet 

plus 56 bytes of NV SRAM. ... 4. 8. 7. 6. 5. SDA l. 2. 3. 4. 8. 7. 6. 5. X1. X2. VBAT. GND. VCC. SQW/OUT. SCL. SDA .... Bit 6 of the hours register is defined as the.
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W5500 Datasheet 

Aug 1, 2013 - implement the Ethernet application just by adding the simple socket program. It's faster and easier way rather than using any other Embedded ...
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DHT22 datasheet 

*Extra components not needed. * Long transmission distance * Low power consumption. *4 pins packaged and fully interchangeable. 2.Description: Description: AM2303 output calibrated digital signal. It utilizes exclusive digital-signal-collecting-techn
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Datasheet catalog 

Dec 6, 1990 - For the DC characteristics see â€œ74HC/HCT/HCU/HCMOS Logic Family Specificationsâ€�. Output capability: bus driver. ICC category: MSI. AC CHARACTERISTICS FOR 74HC. GND = 0 V; tr = tf = 6 ns; CL = 50 pF. SYMBOL. PARAMETER. Tamb (Â°C). UN
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GC3355 DATASHEET 

Nov 28, 2013 - advanced technology and highly integrated design, GC3355 target to provide multiple function and low cost solution in SHA256 application ...
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Datasheet - GitHub 

Dec 18, 2014 - Compliant with Android K and L ..... 9.49 SENSORHUB10_REG (37h) . .... DocID026899 Rev 7. 10. Embedded functions register mapping .
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Datasheet RPR-220 - GitHub 

Office automation equipment. FFeatures. 1) A plastic lens is used for high sensitivity. 2) A built-in visible light filter minimizes the influence of stray light.
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datasheet 2FRM.pdf 

Page 1 of 16. RE 28389, edition: 2013-05, Bosch Rexroth AG. 2-way flow control valve. Features. â–· For subplate mounting. â–· Porting pattern according to DIN ...
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datasheet A4CSG.pdf 

Axial piston variable pump. A4CSG Series 3x. RE 92105. Edition: 12.2016. Replaces: 07.2016. Type code for standard program 2. Hydraulic fluids 4. Shaft seal ...
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BMP280 Datasheet - Adafruit Industries 

May 5, 2015 - Please contact your regional Bosch Sensortec partner for more information about software ... 3.2 POWER MANAGEMENT. ...... The bus can.
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With check valve;. with external closing. Type 2FRM 6 A...R... A B. P. A B. P. Page 3 of 16. datasheet 2FRM6A.pdf. datasheet 2FRM6A.pdf. Open. Extract.
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Mechanical characteristicsiÂ§Â§l
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TMote Sky Datasheet 

Nov 25, 2004 - Product Description. Tmote Sky is an ultra low power wireless module for use in sensor networks, monitoring applications, and rapid application prototyping. Tmote Sky leverages industry standards like USB and. IEEE 802.15.4 to interope
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Datasheet TSOP22.. 

Low power consumption. Special Features. â€¢ Improved immunity against ambient light. â€¢ Suitable burst length â‰¥ 10 cycles/burst. Mechanical Data. Pinning: 1 = OUT, 2 = VS, 3 = GND. Parts Table. Block Diagram. Application Circuit. Part ... Junctio
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TMote Sky Datasheet 

Nov 25, 2004 - Figure 2 : Physical dimensions of Tmote Sky. All units are in inches unless otherwise noted. MIN. NOM. MAX. UNIT. Width. 1.24. 1.26. 1.29 in.Missing:
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the MQ-5 on temperature and humidity. Ro: sensor resistance at 1000ppm of H2 in air at. 33%RH and 20 degree. Rs: sensor resistance at different temperatures.Missing:
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datasheet DZD10D.pdf 

Threaded pin with hexagon and protective cap. â€¢ Lockable rotary knob with scale. â€¢ Rotary knob with scale. â€“ With pressure gauge connection. Content Page.
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LDT Series Datasheet 

Oct 13, 2008 - The LDT0-028K is a flexible component comprising a 28 Âµm thick piezoelectric PVDF polymer film with screen-printed Ag-ink electrodes, laminated to a 0.125 mm polyester substrate, and fitted with two crimped contacts. As the piezo film
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MiCS-6814 Datasheet - GitHub 

Notes: 1. Sensing resistance in air R0 is measured under controlled ambient conditions, i.e. synthetic air at 23. Â±5Â°C and 50 Â± 10% RH for RED sensor and ...
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Atmel AT42QT1070 Datasheet - Farnell 

Jan 15, 2013 - Up to 10 mm glass; Up to 5 mm plastic (electrode size dependent) ..... or the design should be such that these lines are not switched ..... Top View .... CONDITIONS OF SALES LOCATED ON THE ATMEL WEBSITE, ATMEL.
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LMV358 Datasheet - GitHub 

7.5 Electrical Characteristics: VCC+ = 2.7 V.. ... Implementation section, Power Supply Recommendations section, Layout ...... IPC-7525 may have alternate.
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